
 

 

 
EUROPEAN STANDARD 

NORME EUROPÉENNE 

EUROPÄISCHE NORM 

  
 EN 13565-
2:2018+AC:2019/AC 
 

 May 2021 
 

ICS 13.220.20 

English version 
 

 Fixed firefighting systems - Foam systems - Part 2: Design, construction and 
maintenance 

 

Installations fixes de lutte contre l'incendie - 
Systèmes à émulseurs - Partie 2 : Calcul, 

installation et maintenance 

 Ortsfeste Brandbekämpfungsanlagen - 
Schaumlöschanlagen - Teil 2: Planung, 

Einbau und Wartung 

This corrigendum becomes effective on 5 May 2021 for incorporation in the official English 
version of the EN. 
 
 

 
EUROPEAN COMMITTEE FOR STANDARDIZATION  
C O M I T É  E U R O P É E N  D E  N O R M A L I S A T I O N  
E U R O P Ä I S C H E S  K O M I T E E  F Ü R  N O R M U N G  
 

 

CEN-CENELEC Management Centre:  Rue de la Science 23,  B-1040 Brussels 

© 2021 CEN All rights of exploitation in any form and by any means reserved worldwide for CEN national Members. 
Tous droits d'exploitation sous quelque forme et de quelque manière que ce soit réservés dans le monde entier 
aux membres nationaux du CEN. 
Alle Rechte der Verwertung, gleich in welcher Form und in welchem Verfahren, sind weltweit den nationalen 
Mitgliedern von CEN vorbehalten. 

Ref. No.:EN 13565-2:2018+AC:2019/AC:2021 E 



EN 13565-2:2018+AC:2019/AC:2021 (E) 

2 

Contents Page 

1 Modification to 4.5.4, Piping of aspirated foam (including that for subsurface foam 
applications) ..................................................................................................................................................... 3 

 



EN 13565-2:2018+AC:2019/AC:2021 (E) 

3 

1 Modification to 4.5.4, Piping of aspirated foam (including that for subsurface 
foam applications) 

Replace "(bar/m)" with "(bar/100 m)" to read: 

"The pressure loss calculations due to friction should be carried out using: 

∆ = 2 51 042 /P Q D  (3) 

where 

ΔP is the pressure loss (bar/100 m); 

Q is the flow (lpm) – aspirated foam; 

D is the internal pipe diameter (mm). 
". 
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