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Endorsement notice 

The text of ISO 13628-11:2007/Cor.1:2008 has been approved by CEN as a European Corrigendum without 
any modification. 
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RECTIFICATIF TECHNIQUE 1 

Technical Corrigendum 1 to ISO 13628-11:2007 was prepared by Technical Committee ISO/TC 67, Materials, 
equipment and offshore structures for petroleum, petrochemical and natural gas industries, Subcommittee 
SC 4, Drilling and production equipment. 

                               

Page 4, 3.1.25, Note: 

Replace “(3.1.4)” with “(3.1.5)”. 

Page 5, 3.2: 

Add the following after the line “PLEM pipeline end manifold”: 

PLET pipeline end modulus 

Page 13, 4.2.2.4.1 a) 2): 

Replace with the following: 

connection of topside wellheads and piping on tension-leg platforms 
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Page 57, Table 14, last column, fourth line: 

Replace “API 17 TR2” with “API TR 17 TR2”. 

Page 94, Key to Figure 23: 

Replace “σm” with “σm” and “σa” with “σa”. 

Page 188, A.5.4.1.3: 

Replace “τ2” with “t2” (twice). 

Page 210, Bibliography: 

Replace “API T 17 TR2” with “API TR 17 TR2” and “The Aging of Pa-11...” with “The Ageing of Pa-11...”. 

 


