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Foreword

This document (EN 81-28:2003) has been prepared by Technical Committee CEN/TC 10, "Passenger, goods and
service lifts", the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by December 2003, and conflicting national standards shall be withdrawn at the latest
by December 2003.

This document has been prepared under a mandate given to CEN by the European Commission and the European
Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative annex ZA, which is an integral part of this document.

This document is part of the EN 81 series of standards: “Safety rules for the construction and installation of lifts”.
This is the first edition.

Annex A is normative.

Annex B is informative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovakia, Spain, Sweden, Switzerland and the United Kingdom.
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Introduction

This European Standard is a type C standard as stated in EN 1070. This standard has been prepared to be a
harmonised standard to provide one means of conforming to the essential safety requirements of the Lift Directive.

The machinery concerned and the extent to which hazards, hazardous situations and events are covered are
indicated in the scope of the standard.

When provisions of this type C standard are different from those which are stated in type A or B standards, the
provisions of this type C standard take precedence over the provisions of the other standards, for lifts that have
been designed and built according to the provisions of this type C standard.

While drafting this standard it was assumed that:

1) The communication network (see annex A) does not fail.

2) The power supply network failure does not occur so that all the lifts in a geographical area do not create
entrapment simultaneously.

3) This standard is used in conjunction with the corresponding standards of EN 81 series.

This standard also provides general information about the level of service provided by a rescue organisation.

This docum
ent is a preview generated by EVS



EN 81-28:2003 (E)

5

1 Scope

This standard applies to alarm systems for all types of passenger and goods passenger lifts, in particular those
covered in the EN 81 series of standards.

This standard also deals with the minimum information given to the owner of the installation related to maintenance
and rescue service.

This standard deals with the following significant hazard relevant to lifts when they are used as intended and under
the conditions foreseen by the installer/manufacturer:

� Entrapment of users due to the lift not working properly.

This standard is not applicable to alarm systems intended to be used to call for help in other cases, e.g. heart
attack, seeking information.

This standard is applicable to alarm systems used for lifts manufactured and installed after the date of publication
by CEN of this standard. However, this standard may be taken into account when applied to existing lifts.

EN 81-70 gives additional requirements for persons with disabilities.

This standard supersedes EN 81-1:1998 and EN 81-2:1998 with regard to remote alarm (clause 14.2.3).

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 81-1:1998, Safety rules for the construction and installation of lifts — Part 1: Electric lifts.

EN 81-2:1998, Safety rules for the construction and installation of lifts — Part 2: Hydraulic lifts.

EN 81-70:2003, Safety rules for the construction and installations of lifts – Part 70: Particular applications for
passenger and good passenger lifts – Accessibility to lifts for persons including persons with disability.

EN 292-1, Safety of machinery — Basic concepts, general principles for design — Part 1: Basic terminology,
methodology.

EN 292-2, Safety of machinery — Basic concepts, general principles for design — Part 2: Technical principles and
specifications.

EN 1070:1998, Safety of machinery — Terminology.

EN 13015:2001, Maintenance for lifts and escalators – Rules for maintenance instructions.

3 Terms and definitions

For the purposes of this European Standard, the terms and definitions given in EN 81-1:1998 and EN 81-2:1998
and EN 1070:1998 apply as well as the following additional definitions:

3.1
alarm
status between the activation of the alarm initiating device and the end of the alarm
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