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Foreword 

This document (EN ISO 11127-3:2011) has been prepared by Technical Committee ISO/TC 35 "Paints and 
varnishes" in collaboration with Technical Committee CEN/TC 139 “Paints and varnishes” the secretariat of 
which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by June 2012, and conflicting national standards shall be withdrawn at 
the latest by June 2012. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 11127-3:1997. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 11127-3:2011 has been approved by CEN as a EN ISO 11127-3:2011 without any 
modification. 
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Preparation of steel substrates before application of paints 
and related products — Test methods for non-metallic blast-
cleaning abrasives —

Part 3:
Determination of apparent density

1 Scope

This is one of a number of parts of ISO 11127 dealing with the sampling and testing of non-metallic abrasives 
for blast-cleaning.

The types of non-metallic abrasive and requirements on each are contained in ISO 11126.

The ISO 11126 and ISO 11127 series have been drafted as a coherent set of International Standards on non-
metallic blast-cleaning abrasives. Information on all parts of both series is given in Annex A.

This part of ISO 11127 specifies a method for the determination of the apparent density of non-metallic blast-
cleaning abrasives.

2 Normative references

The  following  referenced  documents  are  indispensable  for  the  application  of  this  document.  For  dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced document 
(including any amendments) applies.

ISO 3696, Water for analytical laboratory use — Specification and test methods

ISO 11127-1, Preparation of steel substrates before application of paints and related products — Test methods 
for non-metallic blast-cleaning abrasives — Part 1: Sampling

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1
apparent density
mass of a given volume of non-metallic abrasive, as determined by the pyknometer method described in this 
part of ISO 11127

4 Reagent

4.1 Distilled or deionized water, of at least grade 3 purity as defined in ISO 3696.

5 Apparatus

Ordinary laboratory apparatus and glassware, together with the following:

5.1 Pyknometer, Gay-Lussac type, of capacity 50 ml, with a capillary stopper.

 © ISO 2011 – All rights reserved  1

EVS-EN ISO 11127-3:2011

This document is a preview generated by EVS




