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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to 
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see 
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 20, Aircraft and space vehicles, 
Subcommittee SC 4, Aerospace fastener systems.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The International Organization for Standardization (ISO) draws attention to the fact that it is claimed 
that compliance with this document may involve the use of a patent.

ISO takes no position concerning the evidence, validity and scope of this patent right.

The holder of this patent right has assured ISO that he/she is willing to negotiate licences under 
reasonable and non-discriminatory terms and conditions with applicants throughout the world. In 
this respect, the statement of the holder of this patent right is registered with ISO. Information may be 
obtained from the patent database available at www.iso.org/patents.

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights other than those in the patent database. ISO shall not be held responsible for identifying 
any or all such patent rights.
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Aerospace — Drives, internal, TORX® PARALOBE® 
driver bit — Geometrical definition, gaging and technical 
requirements

1 Scope

This document specifies basic dimensions, characteristics and engineering requirements for TORX® 
PARALOBE®1) driver bits used with aerospace fasteners.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 4579, Aerospace — Drives, internal, TORX® PARALOBE® drive — Geometrical definition, gaging and 
technical requirements

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https:// www .iso .org/ obp

— IEC Electropedia: available at http:// www .electropedia .org/ 

3.1
driver bit
tool to induce a torque into a fastener’s recess (3.2)

3.2
recess
geometry in a fastener that allows attaching a tool in order to induce a torque to enable tightening and 
untightening of a fastener

4 Basic driver bit configuration

4.1 General

The basic driver bit configuration shall be in accordance with Figure 1. Driver bits according to this 
document shall be used in conjunction with fasteners having an internal TORX® PARALOBE® drive 
according to ISO 4579.

1)  TORX PARALOBE is the trademark of a product supplied by Acument Intellectual Properties, LLC, 6125 Eighteen 
Mile Road, Sterling Heights, MI 48314, USA. This information is given for the convenience of users of this document 
and does not constitute an endorsement by ISO of the products named. Equivalent products may be used if they can 
be shown to lead to the same results.
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