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Standardite reprodutseerimis- ja levitamisõigus kuulub Eesti Standardikeskusele 
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Foreword 
 
 
This document (EN ISO 11890-1:2007) has been prepared by Technical Committee ISO/TC 35 
"Paints and varnishes" in collaboration with Technical Committee CEN/TC 139 "Paints and 
varnishes", the secretariat of which is held by DIN. 
 
This European Standard shall be given the status of a national standard, either by publication of 
an identical text or by endorsement, at the latest by January 2008, and conflicting national 
standards shall be withdrawn at the latest by January 2008. 
 
This document supersedes EN ISO 11890-1:2001. 
 
According to the CEN/CENELEC Internal Regulations, the national standards organizations of 
the following countries are bound to implement this European Standard: Austria, Belgium, 
Bulgaria, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, 
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, 
Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United 
Kingdom. 
 
 

Endorsement notice 
 

The text of ISO 11890-1:2007 has been approved by CEN as EN ISO 11890-1:2007 without any 
modifications. 
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Paints and varnishes — Determination of volatile organic 
compound (VOC) content — 

Part 1: 
Difference method 

1 Scope 

This part of ISO 11890 is one of a series of standards dealing with the sampling and testing of paints, 
varnishes and related products. 

It specifies a method for the determination of the volatile organic compound (VOC) content of paints, 
varnishes and their raw materials. This part may be used where the expected VOC content is greater than 
15 % by mass. When the expected VOC content is greater than 0,1 % by mass and less than 15 % by mass, 
ISO 11890-2 should be employed. 

This method assumes that the volatile matter is either water or organic. However, other volatile inorganic 
compounds can be present and might need to be quantified by another suitable method and allowed for in the 
calculations. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 760, Determination of water — Karl Fischer method (General method) 

ISO 1513, Paints and varnishes — Examination and preparation of samples for testing 

ISO 2811-1, Paints and varnishes — Determination of density — Part 1: Pyknometer method 

ISO 2811-2, Paints and varnishes — Determination of density — Part 2: Immersed body (plummet) method 

ISO 2811-3, Paints and varnishes — Determination of density — Part 3: Oscillation method 

ISO 2811-4, Paints and varnishes — Determination of density — Part 4: Pressure cup method 

ISO 3251:2003, Paints, varnishes and plastics — Determination of non-volatile-matter content 

ISO 3270, Paints and varnishes and their raw materials — Temperatures and humidities for conditioning and 
testing 

ISO 11890-2, Paints and varnishes — Determination of volatile organic compound (VOC) content — Part 2: 
Gas-chromatographic method 

ISO 15528, Paints, varnishes and raw materials for paints and varnishes — Sampling 
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