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Foreword 

This document (EN ISO 12625-11:2012) has been prepared by Technical Committee CEN/TC 172 "Pulp, 
paper and board", the secretariat of which is held by DIN, in collaboration with Technical Committee ISO/TC 6 
"Paper, board and pulps". 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by June 2013, and conflicting national standards shall be withdrawn at 
the latest by June 2013. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, 
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, 
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom. 
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Introduction

This part of ISO 12625 is applicable to tissue papers and tissue products. In principle, application to 
other types of paper is possible, but is not covered by this part of ISO 12625.
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Tissue paper and tissue products —

Part 11: 
Determination of wet ball burst strength

1 Scope

This part of ISO 12625 specifies a test method for the determination of the resistance to mechanical 
penetration (ball burst strength procedure) of tissue paper and tissue products after wetting.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.

ISO 186, Paper and board — Sampling to determine average quality

ISO 187, Paper, board and pulps — Standard atmosphere for conditioning and testing and procedure for 
monitoring the atmosphere and conditioning of samples

ISO 7500-1, Metallic materials — Verification of static uniaxial testing machines — Part 1: Tension/compression 
testing machines — Verification and calibration of the force-measuring system

ISO 12625-1, Tissue paper and tissue products — Part 1: General guidance on terms

ISO 12625-9:2005, Tissue paper and tissue products — Part 9: Determination of ball burst strength

3	 Terms	and	definitions

For the purposes of this document, the terms and definitions given in ISO 12625-1 and the following apply.

3.1
bursting force
FD
maximum force, that a test piece of a tissue paper or tissue product can withstand under the test 
conditions, applied at a 90° angle to its surface

[ISO 12625-9:2005]

NOTE 1 The bursting force is expressed in millinewtons (mN).

NOTE 2 ISO 12625-9:2005 measures the bursting force of the test piece in the dry condition and uses an inner 
clamping diameter of 89 mm. At the next revision it is intended to change this inner diameter to 50 mm.

3.2
wet bursting force
FW
maximum force, that a wetted test piece of a tissue paper or tissue product can withstand under the test 
conditions, applied at a 90° angle to its surface

NOTE The wet bursting force is expressed in millinewtons (mN).
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3.3
wet burst index
XW
wet bursting force of the tissue paper or tissue product divided by the grammage of the conditioned 
sample determined by the standard method of test

NOTE The wet burst index is expressed in millinewton square metre per gram (mN · m2/g).

3.4
wet burst retention
WR
ratio, expressed as a percentage, of the burst strength of the wet tissue paper or wet tissue product to 
the burst strength of the same tissue paper or tissue product in the dry and conditioned state

NOTE This definition is similar to the definition of wet tensile strength retention; see ISO 12625-5:2005.

4 Principle

A test piece of tissue paper or tissue product is rigidly clamped at the periphery between two concentric 
annular rings, then wetted with deionized water and submitted to a perpendicular force until penetration, 
applied by a ball of a hard, non-deformable, material moving at a constant speed.

5 Reagents

5.1 Deionized water, with a conductivity ≤ 0,25 mS/m at 25°C, in accordance with ISO 14487. The water 
temperature should be maintained during the test at the temperature used for conditioning and testing.

6 Apparatus

6.1 General

The apparatus shall be placed on a horizontal surface, free from externally induced vibrations.

6.2 Clamping system

The clamping system is designed to clamp the test piece firmly and uniformly between two concentric 
annular plane, parallel surfaces. The clamping rings can be activated mechanically or pneumatically.

The clamping pressure shall be sufficient to prevent slippage during the test, without damaging the test 
pieces.

The clamping surfaces of the clamping rings are coated with a commercial grade of a band made of 
rubber material, typically 1,0 mm to 2,0 mm thick, having an IRHD hardness (International Rubber 
Hardness Degree) of 70 IRHD to 85 IRHD. The inner edges of the coated band shall be coincident with 
the inner diameter of the clamping rings and be at least 12,5 mm wide. The internal diameter of the two 
concentric rings shall be (50,0 ± 0,2) mm. For an example of a pneumatic clamping system, see Figure 1.

 

2 © ISO 2012 – All rights reserved

EVS-EN ISO 12625-11:2012

This document is a preview generated by EVS




