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EVS-ISO 9705:2004 

EESTI STANDARDI EESSÕNA                         NATIONAL FOREWORD 

 
Käsitlusala 
See rahvusvaheline standard täpsustab katse-
meetodit, mis simuleerib ühe avatud uksega väikses 
ruumis heade ventilatsioonitingimuste juures nurgas 
algavat tulekahju. 

Selle meetodi abil saab hinnata pinnakatte panust 
tulekahju suurenemisse, kasutades kindlat süüte-
allikat. 

On määratletud standardne süüteallikas, aga on 
lubatud ka teised alternatiivid. Tuleks siiski 
arvestada, et süüteallika tüüp, asend ja soojus-
tootlikkus mõjutavad suuresti tule levikut.  

See meetod on eriti sobiv toodetele, mida mingil 
põhjusel ei saa testida väikesemõõdulistes labora-
toorsetes tingimustes (näiteks termoplastilised ained, 
isolatsioonisubstraadi mõju, liitekohad, suure eba-
regulaarsusega pinnad). 

See meetod pole mõeldud toote tulekindluse 
hindamiseks. 

Vastavalt käesoleva rahvusvahelise standardi 
meetodile läbi viidud katse annab andmed tulekahju 
varasest arengust kuni kuumusest tingitud ise-
süttimiseni. 

Scope 
This International Standard specifies a test method 
that simulates a fire that under well ventilated 
conditions starts in a corner of small room with a 
single open doorway. 

The method is intended to evaluate the contribution to 
fire growth provided by a surface product using a 
specified ignition source. 

A standard ignition source is specified, but other 
alternatives are allowed. It should, however, be noted 
that the type, position and heat output of the ignition 
source will considerably influence the fire growth. 

The method is especially suitable for products that for 
some reason cannot be tested in a small laboratory 
scale, for example thermoplastic materials, the effect 
of an insulating substrate, joints, surfaces with great 
irregularity. 

The method is not intended to evaluate the fire 
resistance of a product. 

A test performed in accordance with the method 
specified in this International Standard provides data 
for the early stages of a fire from ignition up to 
flashover. 

ICS 13.220.50  Ehitusmaterjalide ja -elementide tulepüsivus 
Võtmesõnad: ehitised, konstruktsioonimaterjalid, tulekaitse, tulekindlus, tulekatse, katse 

 

Käesolev Eesti standard EVS-ISO 9705:2004 “Tule-
kindluse katsed. Täismõõduline ruumikatse pinna-
materjalidele” sisaldab rahvusvahelise standardi 
ISO 9705:1993 “Fire tests - Full-scale room test for 
surface products” identset ingliskeelset teksti. 
 

 

This Estonian Standard EVS-ISO 9705:2004 consists 
of the identical English text of the International 
Standard ISO 9705:1993 “Fire tests - Full-scale room 
test for surface products”. 
 

Standard EVS-ISO 9705:2004 on kinnitatud Eesti 
Standardikeskuse 19.06.2009 käskkirjaga ja jõustub 
sellekohase teate avaldamisel EVS Teatajas. 
 

This standard is ratified with the order of Estonian 
Centre for Standardisation dated 19.06.2009 and is 
endorsed with the notification published in the official 
bulletin of the Estonian national standardisation 
organisation. 

 

Standard on kättesaadav Eesti Standardikeskusest. 
 

The standard is available from Estonian Centre for 
Standardisation. 

Standardite reprodutseerimis- ja levitamisõigus kuulub Eesti Standardikeskusele 

Andmete paljundamine, taastekitamine, kopeerimine, salvestamine elektroonilisse süsteemi või edastamine ükskõik millises vormis või 
millisel teel on keelatud ilma Eesti Standardikeskuse poolt antud kirjaliku loata. 
 
Kui Teil on küsimusi standardite autorikaitse kohta, palun võtke ühendust Eesti Standardikeskusega: 
Aru 10 Tallinn 10317 Eesti;  www.evs.ee;  Telefon: 605 5050;  E-post: info@evs.ee  
 
Right to reproduce and distribute belongs to the Estonian Centre for Standardisation 
 
No part of this publication may be reproduced or utilized in any form or by any means, electronic or mechanical, including photocopying, 
without permission in writing from Estonian Centre for Standardisation. 
 
If you have any questions about standards copyright, please contact Estonian Centre for Standardisation: 
Aru str 10 Tallinn 10317 Estonia; www.evs.ee; Phone: 605 5050; E-mail: info@evs.ee 
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0 IS0 IS0 9705:1993(E) 

Foreword 

IS0 (the International Organization for Standardization) is a worldwide 
federation of national standards bodies (IS0 member bodies). The work 
of preparing International Standards is normally carried out through IS0 
technical committees. Each member body interested in a subject for 
which a technical committee has been established has the right to be 
represented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. IS0 
collaborates closely with the International Electrotechnical Commission 
(IEC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard IS0 9705 was prepared by Technical Committee 
lSO/K 92, Fire safety, Subcommittee SC 1, Reaction fo fire. 

Annex A forms an integral part of this International Standard. Annexes B, 
C, D, E, F, G and H are for information only. 
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IS0 9705:1993(E) 0 IS0 

Introduction 

This method is intended to describe the fire behaviour of a product under 
controlled laboratory conditions. 

The test method may be used as part of a fire hazard assessment which 
takes into account all of the factors which are pertinent to an assessment 
of the fire hazard of a particular end use. 
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INTERNATIONAL STANDARD 0 ISO IS0 9705:1993(E) 

Fire tests - Full-scale room test for surface products 

WARNING - So that suitable precautions can be taken to safeguard health, the attention of all 
concerned in fire tests is drawn to the possibility that toxic or harmful gases can be evolved during 
combustion of test specimens. 

The test procedures involve high temperatures and combustion processes from ignition to a fully 
developed room fire. Therefore, hazards can exist for burns, ignition of extraneous objects or 
clothing. The operators should use protective clothing, helmet, face-shield and equipment for 
avoiding exposure to toxic gases. ’ 

Means for extinguishing a fully developed fire should be available. 

1 Scope 

This International Standard specifies a test method 
that simulates a fire that under well ventilated con- 
ditions starts in a corner of a small room with a single 
open doorway. 

The method is intended to evaluate the contribution 
to fire growth provided by a surface product using a 
specified ignition source. 

A standard ignition source is specified, but other al- 
ternatives are allowed. It should, however, be noted 
that the type, position and heat output of the ignition 
source will considerably influence the fire growth. 

The method is especially suitable for products that for 
some reason cannot be tested in a small laboratory 
scale, for example thermoplastic materials, the effect 
of an insulating substrate, joints, surfaces with great 
irregularity. 

The method is not intended to evaluate the fire re- 
sistance of a product. 

A test performed in accordance with the method 
specified in this International Standard provides data 
for the early stages of a fire from ignition up to 
flashover. 

2 Normative reference 

The following standard contains provisions which, 
through reference in this text, constitute provisions 
of this International Standard. At the time of publi- 
cation, the edition indicated was valid. All standards 
are subject to revision, and parties to agreements 
based on this International Standard are encouraged 
to investigate the possibility of applying the most re- 
cent edition of the standard indicated below. Mem- 
bers of IEC and IS0 maintain registers of currently 
valid International Standards. 

IS0 3261 :I 975, Fire tests - Vocabulary. 

3 Definitions 

For the purposes of this International Standard, the 
definitions given in IS0 3261 and the following defi- 
nitions apply. 

3.1 assembly: Fabrication of materials and/or com- 
posites, for example, sandwich panels. 

NOTE 1 An assembly may include an air gap. 

3.2 composite: Combination of materials which are 
generally recognized in building construction as dis- 
crete entities, for example, coated or laminated ma- 
terials. 
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