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Foreword 

The text of ISO 15883-3:2006 has been prepared by Technical Committee ISO/TC 198 “Sterilization of health 
care products” of the International Organization for Standardization (ISO) and has been taken over as EN ISO 
15883-3:2009 by Technical Committee CEN/TC 102 “Sterilizers for medical purposes” the secretariat of which 
is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by December 2009, and conflicting national standards shall be withdrawn 
at the latest by March 2010. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 15883-3:2006. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EC Directive. 

For relationship with EC Directive, see informative Annex ZA, which is an integral part of this document. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 15883-3:2006 has been approved by CEN as a EN ISO 15883-3:2009 without any 
modification. 
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Annex ZA 
(informative) 

 
Relationship between this  European  Standard and the Essential Requirements  of 

EU Directive 93/42/EEC 

This European Standard has been prepared under a mandate given to CEN by the European Commission 
and the European Free Trade Association to provide a means of conforming to Essential Requirements of the 
New Approach Directive 93/42/EEC on medical devices. 

Once this standard is cited in the Official Journal of the European Communities under that Directive and has 
been implemented as a national standard in at least one Member State, compliance with the clauses of this 
standard given in Table ZA.1 confers, within the limits of the scope of this standard, a presumption of 
conformity with the corresponding Essential Requirements of that Directive and associated EFTA regulations. 

Table ZA.1 — Correspondence between this European Standard and Directive 93/42/EEC on medical 
devices 

Clauses/subclauses of 
this International 

Standard  

Essential requirements (ERs) of EU 
Directive 93/42/EEC 

Qualifying remarks/Notes 

4.1 1, 2, 3,4, 5, 6, 7.1, 7.2, 7.3, 7.5, 7.6, 8.1, 9.1, 
9.2, 9.3, 12.1, 12.5, 12.6, 12.7.1, 12.7.2, 12.7.3, 
12.7.5, 13.1, 13.3, 13.4, 13.6  

The WD shall comply with the 
requirements of ISO 15883-1:— 

4.2 7.3, 8.1  

4.3 2, 7.2, 7.5, 8.1, 9.1  

4.4 3, 8.1  

4.5 3, 8.1  

4.6 3, 8.1  

4.7 3, 8.1  

5.1 3, 8.1  

5.2 3, 8.1  

5.3 7.2, 7.5, 8.1  

6.1 1, 2, 3, 6, 7.1, 8.1 Testing for conformity according 
to ISO 15883-1:— 

6.2 7.2, 7.5, 8.1, 91  
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Table ZA.1 (continued) 

Clauses/subclauses of this 
European Standard  

Essential requirements (ERs) 
of EU Directive 93/42/EEC 

Qualifying remarks/Notes 

6.3 3, 8.1  

6.4 3, 8.1  

6.5.1, 6.5.2 2, 3, 7.2, 7.5, 8.1, 9.1  

6.6 3, 8.1  

7 9.1, 13.1, 13.3, 13.6  

7 a) 9.1  

7 g) 3, 8.1  

8 1.3, 7.1, 7.2, 7.3, 8.1  

8 c) 7.3  

8 e) 3, 8.1  

 7.4, 8.2, 8.3, 8.4, 8.5, 8.6, 8.7, 10.1, 
10.2, 10.3, Clause 11, 12.2, 12.3, 
12.4, 12.7.4, 12.8, 13.5, 14 

not applicable 

- 12.1a) This relevant Essential Requirement is 
not addressed in this European 
Standard 

4.1.1 13.3 a) This relevant Essential Requirement is 
partly addressed in this European 
Standard 

- 13.6 q) This relevant Essential Requirement is 
not addressed in this European 
Standard 

WARNING: Other requirements and other EU Directives may be applicable to the product(s) falling within the 
scope of this standard. 
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For devices which are also machinery within the meaning of Article 2(a) of Directive 2006/42/EC on Machinery, 
in accordance with Article 3 of Directive 93/42/EEC the following table ZA.2 details the relevant essential 
requirements of Directive 2006/42/EC on Machinery to the extent to which they are more specific than those 
of Directive 93/42/EEC along with the corresponding clauses of this European Standard. Table ZA.2, 
however, does not imply any citation in the OJEU under the machinery directive and thus does not provide 
presumption of conformity for the machinery directive. 

Table ZA.2 – Relevant Essential Health and Safety Requirements from Directive 2006/42/EC on  
machinery that are addressed by this European Standard  

(according to article 3 of amended Directive 93/42/EEC) 

Clause(s)/sub-clause(s) of this  
EN 

Essential Health and Safety
Requirements (EHSRs) of
Directive 2006/42/EC 

Qualifying remarks/Notes 

4.1.1 1.1.7, 1.2.2, 1.2.3, 1.2.4, 1.2.5, 
1.3.2, 1.3.3, 1.3.4, 1.5.1, 1.5.2, 
1.5.3, 1.5.5, 1.5.6, 1.5.8, 1.5.13, 
1.5.14, 1.6.2, 1.6.3, 1.6.4, 1.6.5 

This relevant EHSR are 
addressed in this Standard 

4.1.1, 4.3 1.1.3 This relevant EHSR is partly 
addressed in this Standard 

4.1.1 1.1.5, 1.1.6, 1.2.1, 1.2.6, 1.3.1, 
1.3.7, 1.3.8.1, 1.3.8.2, 1.5.4, 1.6.1, 
1.7.1, 1.7.2, ,1.7.3, 1.7.4 

This relevant EHSR are partly 
addressed in this Standard 

 1.3.9, 1.4.1, 1.4.2, 1.4.3, 1.5.9, 4 This relevant EHSR are not 
addressed in this Standard 
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Introduction 

It is recommended that this Introduction be read in conjunction with the introduction to ISO 15883-1. 

This part of ISO 15883 is the third of a series of standards specifying the performance of washer-disinfectors 
and specifies the general requirements for performance applicable to bedpan washer-disinfectors. The 
requirements given in this part apply to washer-disinfectors used for emptying, flushing, cleaning and 
thermally disinfecting human waste containers intended for re-use such as: 

⎯ portable sanitary pans; 

⎯ supports for single-use bed pans; 

⎯ hospital bowls; 

⎯ urine bottles; 

⎯ suction bottles; and 

⎯ products similar to the above and used for similar purposes. 

Fields of application within the scope of the ISO 15883 series of standards include laboratory, veterinary, 
dental and pharmaceutical applications and other specific applications, such as washer-disinfectors for 
bedsteads and transport carts and the disinfection of crockery and cutlery intended for use with 
immunologically compromised patients. 

Requirements for washer-disinfectors for other applications are specified in other parts the ISO 15883 series 
of standards. 

Bedpan washer disinfectors are loaded manually. In order to reduce the risk of spillage and the generation of 
aerosols most machines incorporate means to empty human waste containers automatically e.g. by the action 
of closing the door. 

Where equipment does not provide automatic emptying facilities, extra care is needed by the user to avoid 
exposure to human waste and contamination of the work environment including the generation of aerosols. 

The reliability of a bedpan washer-disinfector may be adversely affected if the machine is connected to a 
poorly designed or constructed drainage system. The purchaser is therefore recommended to ensure that the 
drainage system complies with the manufacturer’s recommendations in all respects. 

Safety requirements for washer-disinfectors are given in IEC 61010-2-045. 

In respect of the potential adverse effects on the quality of water intended for human consumption caused by 
the washer-disinfectors: 

a) note that until verifiable European criteria are adopted, existing national regulations concerning the use 
and/or the characteristics of the washer-disinfectors remain in force; 

b) this part of ISO 15883 provides no information as to whether the washer-disinfectors may be used without 
restriction in any of the member states of the EU or EFTA. 
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Washer-disinfectors — 

Part 3: 
Requirements and tests for washer-disinfectors employing 
thermal disinfection for human waste containers 

1 Scope 

This part of ISO 15883 specifies particular requirements for washer-disinfectors (WD) that are intended to be 
used for emptying, flushing, cleaning and thermal disinfection of containers used to hold human waste for 
disposal by one operating cycle. 

This part of ISO 15883 is to be applied in conjunction with ISO 15883-1. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 15883-1:2006, Washer-disinfectors — Part 1: General requirements, definitions and tests 

ISO/TS 15883-5, Washer-disinfectors — Part 5: Test soils and methods for demonstrating cleaning efficacy 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 15883-1 and the following apply. 

3.1 
A0 
equivalent time in seconds at 80 °C, delivered by the disinfection process, with reference to a microorganism 
with a z value of 10 K  

[ISO 15883-1:2006, definition 3.1] 

NOTE See also ISO 15883-1:2006, Annex B. 

3.2 
emptying 
discharging the contents of a container by gravity 

3.3 
human waste 
excretions and body fluids including faeces, urine, blood, pus, vomit and mucus  
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