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kättesaadavaks 15.12.2011. 
 

 
This standard has been endorsed with a notification 
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Foreword 

This document (EN ISO 3376:2011) has been prepared by Technical Committee CEN/TC 289 “Leather”, the 
secretariat of which is held by UNI, in collaboration with the International Union of Leather Technologists and 
Chemists Societies. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by June 2012, and conflicting national standards shall be withdrawn at 
the latest by June 2012. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 3376:2002. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 
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Leather — Physical and mechanical tests — Determination of 
tensile strength and percentage extension 

1 Scope 

This International Standard specifies a method for determining the tensile strength, elongation at a specified 
load and elongation at break of leather. It is applicable to all types of leather. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 2418, Leather — Chemical, physical and mechanical and fastness tests — Sampling location 

ISO 2419, Leather — Physical and mechanical tests — Sample preparation and conditioning 

ISO 2589, Leather — Physical and mechanical tests — Determination of thickness 

ISO 7500-1:2004, Metallic materials — Verification of static uniaxial testing machines — Part 1: 
Tension/compression testing machines — Verification and calibration of the force-measuring system 

3 Principle 

A test piece is extended at a specified rate until the forces reach a predetermined value or until the test piece 
breaks. 

4 Apparatus 

4.1 Tensile testing machine, with: 

 a force range appropriate to the specimen under test; 

 a means of recording the force to an accuracy of at least 2 % as specified by Class 2 of ISO 7500-1; 

 a uniform speed of separation of the jaws of 100 mm/min  20 mm/min; 

 a means of recording the force, e.g. as an extension curve; 

 jaws, minimum length 45 mm in the direction of the applied load, designed to apply constant clamping by 
mechanical or pneumatic means. The texture and design of the inside faces of the jaws shall be such that, 
at the maximum load attained in the test, the specimen does not slip in either jaw by an amount 
exceeding 1 % of the original jaw separation. 
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