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Käesolev Eesti standard EVS-EN 12543-
2:2000 sisaldab Euroopa standardi EN 
12543-2:1996 ingliskeelset teksti. 

This Estonian standard EVS-EN 12543-
2:2000 consists of the English text of the 
European standard EN 12543-2:1996. 

 
Käesolev dokument on jõustatud 
18.02.2000 ja selle kohta on avaldatud 
teade Eesti standardiorganisatsiooni 
ametlikus väljaandes. 

 
This document is endorsed on 18.02.2000 
with the notification being published in the 
official publication of the Estonian national 
standardisation organisation. 

 
Standard on kättesaadav Eesti 
standardiorganisatsioonist. 

 
The standard is available from Estonian 
standardisation organisation. 

 
 
Käsitlusala: 
This standard deals with the production of 
focal spot pinhole radiographs to be used 
for the determination of focal spot 
dimensions above 0,2 mm of X-ray tube 
assemblies up to and including 500 kV 
tube voltage. 

Scope: 
This standard deals with the production of 
focal spot pinhole radiographs to be used 
for the determination of focal spot 
dimensions above 0,2 mm of X-ray tube 
assemblies up to and including 500 kV 
tube voltage. 
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This European Standard was approved by CEN on 1999-08-16.
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national standard without any alteration.
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