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Võtmesõnad:  

 

Standardite reprodutseerimis- ja levitamisõigus kuulub Eesti Standardikeskusele 
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Foreword 

This document (EN ISO 4671:2007) has been prepared by Technical Committee ISO/TC 45 "Rubber and 
rubber products" in collaboration with Technical Committee CEN/TC 218 “Rubber and plastics hoses and 
hose assemblies” the secretariat of which is held by BSI. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by June 2008, and conflicting national standards shall be withdrawn at 
the latest by June 2008. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 4671:2000. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 4671:2007 has been approved by CEN as a EN ISO 4671:2007 without any modification. 
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Rubber and plastics hoses and hose assemblies — Methods of 
measurement of the dimensions of hoses and the lengths of 
hose assemblies 

1 Scope 

This International Standard specifies methods of measuring the inside diameter, outside diameter (including 
diameter over reinforcement of hydraulic hoses), wall thickness, concentricity and lining and cover thickness 
of hoses, methods of measurement and identification of the lengths of hoses and hose assemblies, and a 
method of verifying the through-bore of hydraulic hose assemblies. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 463, Geometrical Product Specifications (GPS) — Dimensional measuring equipment — Design and 
metrological characteristics of mechanical dial gauges 

ISO 3599, Vernier callipers reading to 0,1 and 0,05 mm 

ISO 3611, Micrometer callipers for external measurement 

3 Test piece conditioning and temperature of measurement 

3.1 Conditioning of test pieces 

Unless otherwise specified, test pieces shall be taken at least 16 h after manufacture of the hose and 
conditioned at 7

323 C+ °
−  for at least 3 h before measurement. This 3 h may be included in the 16 h. 

3.2 Measurement temperature 

Unless otherwise specified, the measurement temperature shall be 7
323+

− °C. 

4 Measurement of inside diameter 

4.1 General 

Measurements by methods 1 to 7 may be made either on the ends of a full length of hose or on a test piece 
(minimum length 150 mm) cut from a full length. For wire-reinforced hydraulic hoses, measurements shall be 
made at a minimum distance of 25 mm from the end of the hose. 

Measurements shall be made using one of the following methods, as appropriate. 
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