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EESSÕNA 

Käesoleva Euroopa standardi (EN 12697-38:2004) koostas tehniline komitee CEN/TC 227 "Road mixtures", 
mille sekretariaati haldab DIN. 

Käesolevale Euroopa standardile tuleb anda rahvusliku standardi staatus kas identse tõlke avaldamisega või 
jõustumisteatega hiljemalt 2005. a jaanuariks ja sellega vastuolus olevad rahvuslikud standardid peavad olema 
kehtetuks tunnistatud hiljemalt 2005. a jaanuariks. 

Käesolev dokument kuulub järgnevalt loetletud standardite seeriasse. 

EN 12697-1, Bituminous mixtures – Test methods for hot mix asphalt – Part 1: Soluble binder content 

EN 12697-2, Bituminous mixtures – Test method for hot mix asphalt – Part 2: Determination of particle size 
distribution 

EN 12697-3, Bituminous mixtures – Test methods for hot mix asphalt – Part 3: Bitumen recovery: Rotary 
evaporator 

EN 12697-4, Bituminous mixtures – Test methods for hot mix asphalt – Part 4: Bitumen recovery: Fractionating 
column 

EN 12697-5, Bituminous mixtures – Test methods for hot mix asphalt – Part 5: Determination of the maximum 
density 

EN 12697-6, Bituminous mixtures – Test methods for hot mix asphalt – Part 6: Determination of bulk density of 
bituminous specimens 

EN 12697-7, Bituminous mixtures – Test methods for hot mix asphalt – Part 7: Determination of bulk density of 
bituminous specimens by gamma rays 

EN 12697-8, Bituminous mixtures – Test methods for hot mix asphalt – Part 8: Determination of void 
characteristics of bituminous specimens 

EN 12697-9, Bituminous mixtures – Test methods for hot mix asphalt – Part 9: Determination of the reference 
density 

EN 12697-10, Bituminous mixtures – Test methods for hot mix asphalt – Part 10: Compactability 

EN 12697-11, Bituminous mixtures – Test methods for hot mix asphalt – Part 11: Determination of the affinity 
between aggregate and bitumen 

EN 12697-12, Bituminous mixtures – Test methods for hot mix asphalt – Part 12: Determination of the water 
sensitivity of bituminous specimens 

EN 12697-13, Bituminous mixtures – Test methods for hot mix asphalt – Part 13: Temperature measurement 

EN 12697-14, Bituminous mixtures – Test methods for hot mix asphalt – Part 14: Water content 

EN 12697-15, Bituminous mixtures – Test methods for hot mix asphalt – Part 15: Determination of the 
segregation sensitivity 

EN 12697-16, Bituminous mixtures – Test methods for hot mix asphalt – Part 16: Abrasion by studded tyres 

EN 12697-17, Bituminous mixtures – Test methods for hot mix asphalt – Part 17: Particle loss of porous asphalt 
specimen 

EN 12697-18, Bituminous mixtures – Test methods for hot mix asphalt – Part 18: Binder drainage 
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EN 12697-19, Bituminous mixtures – Test methods for hot mix asphalt – Part 19: Permeability of specimen 

EN 12697-20, Bituminous mixtures – Test methods for hot mix asphalt – Part 20: Indentation using cube or 
Marshall specimens 

EN 12697-21, Bituminous mixtures – Test methods for hot mix asphalt – Part 21: Indentation using plate 
specimens 

EN 12697-22, Bituminous mixtures – Test methods for hot mix asphalt – Part 22: Wheel tracking 

EN 12697-23, Bituminous mixtures – Test methods for hot mix asphalt – Part 23: Determination of the indirect 
tensile strength of bituminous specimens 

EN 12697-24, Bituminous mixtures – Test methods for hot mix asphalt – Part 24: Resistance to fatigue 

prEN 12697-251, Bituminous mixtures – Test methods for hot mix asphalt – Part 25: Cyclic compression test 

EN 12697-26, Bituminous mixtures – Test methods for hot mix asphalt – Part 26: Stiffness 

EN 12697-27, Bituminous mixtures – Test methods for hot mix asphalt – Part 27: Sampling 

EN 12697-28, Bituminous mixtures – Test methods for hot mix asphalt – Part 28: Preparation of samples for 
determining binder content, water content and grading 

EN 12697-29, Bituminous mixtures – Test method for hot mix asphalt – Part 29: Determination of the 
dimensions of a bituminous specimen 

EN 12697-30, Bituminous mixtures – Test methods for hot mix asphalt – Part 30: Specimen preparation by 
impact compactor 

EN 12697-31, Bituminous mixtures – Test methods for hot mix asphalt – Part 31: Specimen preparation by 
gyratory compactor 

EN 12697-32, Bituminous mixtures – Test methods for hot mix asphalt – Part 32: Laboratory compaction of 
bituminous mixtures by a vibratory compactor 

EN 12697-33, Bituminous mixtures – Test methods for hot mix asphalt – Part 33: Specimen preparationby roller 
compactor 

EN 12697-34, Bituminous mixtures – Test methods for hot mix asphalt – Part 34: Marshall test 

prEN 12697-352, Bituminous mixtures – Test methods for hot mix asphalt – Part 35: Laboratory mixing 

EN 12697-36, Bituminous mixtures – Test methods for hot mix asphalt – Part 36: Determination of the thickness 
of a bituminous pavement 

EN 12697-37, Bituminous mixtures – Test methods for hot mix asphalt – Part 37: Hot sand test for the 
adhesivity of binder on precoated chippings for HRA 

EN 12697-38, Bituminous mixtures – Test methods for hot mix asphalt – Part 38: Common equipment and 
calibration 

prEN 12697-393, Bituminous mixtures – Test methods for hot mix asphalt – Part 39: Binder content by ignition. 

prEN 12697-404, Bituminous mixtures – Test methods for hot mix asphalt – Part 40: In-situ drainability 

                                                      
1 Eesti standardi märkus. Käesolevaks ajaks on avaldatud EN 12697-25:2005 
2 Eesti standardi märkus. Käesolevaks ajaks on avaldatud EN 12697-35:2004+A1:2007 
3 Eesti standardi märkus. Käesolevaks ajaks on avaldatud EN 12697-39:2004 

See dokum
ent on EVS-i poolt loodud eelvaade



EVS-EN 12697-38:2004 

5 

prEN 12697-415, Bituminous mixtures – Test methods for hot mix asphalt – Part 41: Resistance to de-icing 
fluids 

prEN 12697-426, Bituminous mixtures – Test methods for hot mix asphalt – Part 42: Amount of foreign matters 
in reclaimed asphalt 

prEN 12697-437, Bituminous mixtures – Test methods for hot mix asphalt – Part 43: Resistance to fuel 

CEN/CENELECi sisereeglite järgi peavad Euroopa standardi kasutusele võtma järgmiste riikide 
standardimisorganisatsioonid: Austria, Belgia, Eesti, Hispaania, Holland, Iirimaa, Island, Itaalia, Kreeka, Küpros, 
Leedu, , Luksemburg, Läti, Malta, Norra, Poola, Portugal, Prantsusmaa, Rootsi, Rumeenia, Saksamaa, 
Slovakkia, Sloveenia, Soome, Šveits, Taani, Tšehhi Vabariik, Ungari ja Ühendkuningriik. 

 

                                                                                                                                                                                     
4 Eesti standardi märkus. Käesolevaks ajaks on avaldatud EN 12697-40:2005 
5 Eesti standardi märkus. Käesolevaks ajaks on avaldatud EN 12697-41:2005 
6 Eesti standardi märkus. Käesolevaks ajaks on avaldatud EN 12697-42:2005 
7 Eesti standardi märkus. Käesolevaks ajaks on avaldatud EN 12697-43:2005 
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1 KÄSITLUSALA 

Käesolev dokument täpsustab asfaltsegude puhul EN 12697 seerias üldkasutatavate katseseadmete, 
kalibreerimisprotseduuride ja reaktiivide peanõuded. 

MÄRKUS 1 Käesolev dokument kasutab viiteid täitematerjalide üldkasutatavatele katseseadmetele ja kalibreerimisele. 

MÄRKUS 2 Võib juhtuda, et katseseadmete akrediteerimisasutustel tuleb arvesse võtta alternatiivseid nõudeid ja/või 
kalibreerimise sagedusi, et hõlmata võimalikke riiklikke tervishoiu ja ohutuse juhiseid ning seadusandlikke nõudeid.  

Nõu antakse ka soovitustena labori tegevuse juhtimiseks (lisa A), mõõtmistäpsuse osas (lisa B) ja katse-
tulemuste protokollitavate väärtuste ümardamiseks (lisa C). 

2 NORMIVIITED 

Käesoleva dokumendi rakendamiseks on vajalikud järgmised viidatud dokumendid. Dateeritud viidete korral 
rakendub ainult viidatud väljaanne. Dateerimata viidete korral rakendub viidatud dokumendi (koos kõigi 
muudatustega) viimane väljaanne. 

EN 932-5 Tests for general properties of aggregates – Part 5: Common equipment and calibration 

EN 61010-2-020 Safety requirements for electrical equipment for measurement, control and laboratory use – 
Part 2-020: Particular requirements for laboratory centrifuges (IEC 61010-2-020, modified) 

EN ISO 376 Metallic materials – Calibration of force-proving instruments used for the verification of uniaxial 
testing machines (ISO 376:1999) 

ISO 48 Rubber, vulcanised or thermoplastic – Determination of hardness (hardness between 10 IRHD and 
100 IRHD) 

ISO 4662 Rubber – Determination of rebound resilience of vulcanizates 

ISO 7619 Rubber – Determination of indentation hardness by means of pocket hardness meters 

ISO 11095 Linear calibration using reference materials 

3 TERMINID JA MÄÄRATLUSED 

Käesoleva dokumendi puhul kehtivad järgmised terminid ja määratlused. 

3.1 
kalibreerimine (calibrating) 
toimingute kogum, mis tuvastab etteantud tingimustes suhte mõõtevahendi või mõõtesüsteemi abil määratud 
kvantitatiivsete väärtuste või materiaalmõõdu või etalonaine abil määratud väärtuste ning standardites 
ettenähtud vastavate väärtuste vahel 

MÄRKUS Vt ISO 10012. 

3.2 
kontrollimine (checking) 
toiming, mis garanteerib ühe kahest: 

─ et seadme või seadmete abil mõõdetud omaduse (nt pikkuse, massi, temperatuuri või aja) mõõtmis-
tulemused pole valitud väärtuste puhul kõrvale kaldunud väärtustest, mis mõõdeti siis, kui seadet viimati 
ettemääratud tolerantsi piires kalibreeriti; või 
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