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EESTI STANDARDI EESSÕNA   NATIONAL FOREWORD 

Käesolev Eesti standard EVS-EN ISO 
6401:2008 sisaldab Euroopa standardi EN ISO 
6401:2008 ingliskeelset teksti. 

This Estonian standard EVS-EN ISO 6401:2008 
consists of the English text of the European 
standard EN ISO 6401:2008. 

 
Standard on kinnitatud Eesti Standardikeskuse 
15.12.2008 käskkirjaga ja jõustub sellekohase 
teate avaldamisel EVS Teatajas.  
 
 
 
Euroopa standardimisorganisatsioonide poolt 
rahvuslikele liikmetele Euroopa standardi teksti 
kättesaadavaks tegemise kuupäev on 
01.09.2008. 
 

 
This standard is ratified with the order of 
Estonian Centre for Standardisation   dated 
15.12.2008  and is endorsed with the notification 
published in the official bulletin of the Estonian 
national standardisation organisation. 
 
Date of Availability of the European standard text 
01.09.2008. 

Standard on kättesaadav Eesti 
standardiorganisatsioonist. 

The standard is available from Estonian 
standardisation organisation. 

ICS 83.080.20 

Võtmesõnad:  

 

Standardite reprodutseerimis- ja levitamisõigus kuulub Eesti Standardikeskusele 

Andmete paljundamine, taastekitamine, kopeerimine, salvestamine elektroonilisse süsteemi või edastamine ükskõik millises vormis või 
millisel teel on keelatud ilma Eesti Standardikeskuse poolt antud kirjaliku loata. 
 
Kui Teil on küsimusi standardite autorikaitse kohta, palun võtke ühendust Eesti Standardikeskusega: 
Aru 10 Tallinn 10317 Eesti;  www.evs.ee;  Telefon: 605 5050;  E-post: info@evs.ee  
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Foreword 

This document (EN ISO 6401:2008) has been prepared by Technical Committee ISO/TC 61 "Plastics" in 
collaboration with Technical Committee CEN/TC 249 “Plastics” the secretariat of which is held by NBN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by March 2009, and conflicting national standards shall be withdrawn at 
the latest by March 2009. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 6401:2004. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 6401:2008 has been approved by CEN as a EN ISO 6401:2008 without any modification. 
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Plastics — Poly(vinyl chloride) — Determination of residual vinyl 
chloride monomer — Gas-chromatographic method

SAFETY PRECAUTIONS — Persons using this document should be familiar with normal laboratory
practice, if applicable. This document does not purport to address all of the safety concerns, if any,
associated with its use. It is the responsibility of the user to establish appropriate safety and health
practices and to ensure compliance with any regulatory requirements.

1 Scope

This International Standard specifies a method for the determination of vinyl chloride monomer in homopolymer
and copolymer resins of vinyl chloride and compounded materials. The method is based on sample dissolution
and headspace gas chromatography. Concentrations of vinyl chloride in the range  to  can
be determined.

A “dry method”, suitable for PVC resins but not compounded materials, is widely used within the industry for
in-house determinations. A separate International Standard based on this methodology is under development.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

ISO 472, Plastics — Vocabulary

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 472 apply.

4 Principle

The level of vinyl chloride monomer is determined by headspace gas chromatography of the polymer test
sample dissolved/swollen in N,N'-dimethylacetamide.

5 Sampling

A representative sample shall be taken.

A concentration gradient may form in stored resin samples due to the volatility of vinyl chloride. Cooling of the
sample prior to sampling is advisable but condensation of humidity must be avoided. Sample preparation shall
be carried out as quickly as possible to minimize losses of residual monomer. When exchanging samples
between laboratories or when storage is necessary, samples should be sealed in completely filled and sealed
glass bottles or vials (e.g. 6.5, 6.6).

0,1 mg/kg 3,0 mg/kg
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