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Foreword

This document (EN 12953-6:2002) has been prepared by Technical Committee CEN/TC 269 "Shell and water-tube
boilers", the secretariat of which is held by DIN.

This European Standard has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this standard.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by November 2002, and conflicting national standards shall be withdrawn at the latest
by November 2002.

The European Standard EN 12953 concerning shell boilers consists of the following Parts:

� Part 1: General.

� Part 2: Materials for pressure parts of boilers and accessories.

� Part 3: Design and calculation for pressure parts.

� Part 4: Workmanship and construction of pressure parts of the boiler.

� Part 5: Inspection during construction, documentation and marking of pressure parts of the boiler.

� Part 6: Requirements for equipment for the boiler.

� Part 7: Requirements for firing systems for liquid and gaseous fuels for the boiler.

� Part 8: Requirements for safeguards against excessive pressure.

� Part 9: Requirements for limiting devices of the boiler and accessories.

� Part 10: Requirements for boiler feedwater and boiler water quality.

� Part 11: Acceptance tests.

� Part 12: Requirements for firing systems for solid fuels for the boiler.

� Part 13: Operating instructions.

CR 12953-14: Guidelines for the involvement of an inspection body independent of the manufacturer.

Although these Parts can be obtained separately, it should be recognized that the Parts are inter-dependent. As
such, the design and manufacture of shell boilers requires the application of more than one Part in order for the
requirements of the standard to be satisfactorily fulfilled.

Annex A is normative and Annexes B and C are informative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This Part of this European Standard specifies requirements for safety related equipment for shell boilers as defined
in EN 12953-1, irrespective of the degree of supervisions.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 12953-1, Shell boilers - Part 1: General.

EN 12953-2, Shell boilers - Part 2: Materials for pressure parts of boilers and accessories.

EN 12953-3:2002, Shell boilers - Part 3: Design and calculation for pressure parts.

EN 12953-8:2001, Shell boilers - Part 8: Requirements for safeguards against excessive pressure.

prEN 12953-9, Shell boilers - Part 9: Requirements for limiting devices and safety circuits of the boiler and
accessories.

prEN 50156-1, Electrical equipment for furnaces and ancillary equipment - Part 1: Requirements for application
design and installation.

3 Terms and definitions

For the purposes of this Part of this European Standard, the terms and definitions given in EN 12953-1 apply in
addition to the following.

3.1
controls
devices used for maintaining the variable to be controlled (e.g. water level, pressure, temperature) at a specific
value (set point)

3.2
limiters
device that, on reaching a fixed value (e.g. pressure, temperature, flow, water level) is used to interrupt and lock-
out the energy supply and lock-out requires manual unlocking before restart

3.3
independent
ability to function as required without dependence upon other equipment

3.4
lock-out
isolation of energy supply which requires a manual intervention to reinstate

3.5
functional check
testing of the safety device to ensure it performs its intended function

3.6
electrically heated boilers
boilers in which water is heated by an electric current flowing between electrodes or by immersion heaters
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