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Käesolev Eesti standard EVS-EN 
13182:2002 sisaldab Euroopa standardi 
EN 13182 + AC:2002 ingliskeelset teksti. 

This Estonian standard EVS-EN 
13182:2002 consists of the English text of 
the European standard EN 13182 + 
AC:2002. 

Käesolev dokument on jõustatud 
18.09.2002 ja selle kohta on avaldatud 
teade Eesti standardiorganisatsiooni 
ametlikus väljaandes. 

 
This document is endorsed on 18.09.2002 
with the notification being published in the 
official publication of the Estonian national 
standardisation organisation. 

Standard on kättesaadav Eesti 
standardiorganisatsioonist. 

 
The standard is available from Estonian 
standardisation organisation. 

Käsitlusala: 
This European Standard specifies the 
main characteristics of air velocity 
measuring devices. This includes 
requirements for thermal velocity probes, 
recalibration and the signal processing of 
measurements in a 
ventilated space, including those in the air 
jet and in the occupied zone. Other types 
of velocity measuring 
devices should fulfil the performance 
parameters stated but appropriate 
calibration techniques should not 
necessarily be used which are described 
in this standard. 

Scope: 
This European Standard specifies the 
main characteristics of air velocity 
measuring devices. This includes 
requirements for thermal velocity probes, 
recalibration and the signal processing of 
measurements in a 
ventilated space, including those in the air 
jet and in the occupied zone. Other types 
of velocity measuring 
devices should fulfil the performance 
parameters stated but appropriate 
calibration techniques should not 
necessarily be used which are described 
in this standard. 
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English version
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Descriptors:

Ventilation for buildings

Instrumentation requirements for air velocity
measurements in ventilated spaces

(includes Corrigendum AC : 2002)
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Lüftung von Gebäuden –
Gerätetechnische Anforderungen für
Messungen der Luftgeschwindigkeit
in belüfteten Räumen
(enthält Berichtigung AC : 2002)

This European Standard was approved by CEN on 2001-12-27.
CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.
Up-to-date lists and bibliographical references concerning such national stand-
ards may be obtained on application to the Management Centre or to any
CEN member.
The European Standards exist in three official versions (English, French, German).
A version in any other language made by translation under the responsibility of a
CEN member into its own language and notified to the Management Centre has
the same status as the official versions.
CEN members are the national standards bodies of Austria, Belgium, the Czech
Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Malta, the Netherlands, Norway, Portugal, Spain, Sweden,
Switzerland, and the United Kingdom.

    EN 13182
April 2002

Management Centre: rue de Stassart 36, B-1050 Brussels

European Committee for Standardization
Comité Européen de Normalisation
Europäisches Komitee für Normung

|ÈÉË

Ventilation des bâtiments –
Prescription d’instrumentation
pour les mesures de vitesse d’air
dans des espaces ventilés
(corrigendum AC : 2002 inclus)

+ AC
July 2002This docum

ent is a preview generated by EVS



Page 2
EN 13182 : 2002 + AC : 2002

Page

2

3

3

3

3

5
5
5
5
5

7

8
8
8
8

10
10
11
11

11
11
12
14
14
14

14
14
14
14
16

18
This docum

ent is a preview generated by EVS



Page 3
EN 13182 : 2002 + AC : 2002

This docum
ent is a preview generated by EVS


