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Foreword 

This document (EN ISO 4064-5:2014) has been prepared by Technical Committee ISO/TC 30 “Measurement 
of fluid flow in closed conduits” in collaboration with Technical Committee CEN/TC 92 “Water meters” the 
secretariat of which is held by SNV. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by December 2014, and conflicting national standards shall be withdrawn 
at the latest by June 2017. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 14154-2:2005+A2:2011. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, 
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, 
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom. 

Endorsement notice 

The text of ISO 4064-5:2014 has been approved by CEN as EN ISO 4064-5:2014 without any modification. 
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INTERNATIONAL STANDARD ISO 4064-5:2014(E)

Water meters for cold potable water and hot water —

Part 5: 
Installation requirements

1 Scope

This part of ISO 4064 applies to water meters used to meter the volume of cold potable water and hot 
water flowing through a fully charged, closed conduit. These water meters incorporate devices which 
indicate the integrated volume.

This part of ISO 4064 specifies criteria for the selection of single, combination and concentric water 
meters, associated fittings, installation, special requirements for meters, and the first operation of new 
or repaired meters to ensure accurate constant measurement and reliable reading of the meter.

In addition to meters based on mechanical principles, this part of ISO 4064 also applies to water 
meters based on electrical or electronic principles, and to water meters based on mechanical principles 
incorporating electronic devices, used to measure the volume of cold potable water and hot water. It also 
applies to electronic ancillary devices. Ancillary devices are optional. However, national or international 
regulations may make some ancillary devices mandatory in relation to the utilization of the water meter.

The recommendations of this part of ISO 4064 apply to water meters, irrespective of technology, defined 
as integrating measuring instruments continuously determining the volume of water flowing through 
them.

NOTE Any national regulations apply in the country of use.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

ISO 4064-1:2014|OIML R 49-1:2013, Water meters for cold potable water and hot water — Part 1: 
Metrological and technical requirements

ISO 6817, Measurement of conductive liquid flow in closed conduits — Method using electromagnetic 
flowmeters

3	 Terms	and	definitions

For the purposes of this part of ISO 4064, the definitions given in ISO 4064-1|OIML R 49-1 and the 
following apply.

3.1
parallel operation
<water meters> operation of two or more meters grouped together and connected to a common source 
and a common delivery

3.2
multiple meter operation
operation of several meters grouped together where their inlets are connected to a common source, or 
their outlets to a common delivery, but not both at the same time
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