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EESSÕNA 

Dokumendi (EN 1555-1:2010) on koostanud CENi tehniline komitee CEN/TC 155 �Plastics piping and ducting 
systems�, mille sekretariaati haldab NEN. 

Euroopa standardile tuleb anda rahvusliku standardi staatus kas tõlke avaldamise või jõustumisteatega hiljemalt 
2011. a märtsiks ja sellega vastuolus olevad rahvuslikud standardid peavad olema kehtetuks tunnistatud 
hiljemalt 2011. a märtsiks. 

Tähelepanu tuleb pöörata võimalusele, et standardi mõned osad võivad olla patendiõiguse subjektiks. CENi 
[ja/või CENELECi] ei saa pidada vastutavaks mõne või kõigi selliste patendiõiguste väljaselgitamise osas. 

See standard asendab standardit EN 1555-1:2002. 

See standard on koostatud koostöös CENi tehnilise komiteega CEN/TC 234 �Gas infrastructure�. 

Süsteemistandardid põhinevad Rahvusvahelise Standardimisorganisatsiooni ISO tehnilise komitee ISO/TC 138 
�Plastics pipes, fittings and valves for the transport of fluids� tehtud töö tulemustel. 

Süsteemistandardeid toetavad eraldi katsemeetodite standardid, millele on süsteemistandardis viidatud. 

Süsteemistandardid on kooskõlas talitluslikke nõudeid ja soovitatavaid paigaldustavasid käsitlevate üld-
standarditega. 

EN 1555 koosneb järgmistest osadest: 

 EN 1555-1. Plastics piping systems for the supply of gaseous fuels  Polyethylene (PE)  Part 1: General 
(see standard) 

 EN 1555-2. Plastics piping systems for the supply of gaseous fuels  Polyethylene (PE)  Part 2: Pipes 

 EN 1555-3. Plastics piping systems for the supply of gaseous fuels  Polyethylene (PE)  Part 3: Fittings 

 prEN 1555-4. Plastics piping systems for the supply of gaseous fuels  Polyethylene (PE)  Part 4: 
Valves 

 EN 1555-5. Plastics piping systems for the supply of gaseous fuels  Polyethylene (PE)  Part 5: Fitness 
for purpose of the system 

 CEN/TS 1555-7. Plastics piping systems for the supply of gaseous fuels  Polyethylene (PE)  Part 7: 
Guidance for assessment of conformity 

MÄRKUS CENi tehnilise komitee CEN/TC 234 �Gas infrastructure� koostatud standard EN 12007-2:2000 [1] käsitleb 

plasttorustiku soovitatavat paigaldustava standardi EN 1555 (kõik osad) alusel. 

Vastavalt CENi/CENELECi sisereeglitele peavad Euroopa standardi kasutusele võtma järgmiste riikide 

standardimisorganisatsioonid: Austria, Belgia, Bulgaaria, Eesti, Hispaania, Holland, Horvaatia, Iirimaa, Island, 
Itaalia, Kreeka, Küpros, Leedu, Luksemburg, Läti, Malta, Norra, Poola, Portugal, Prantsusmaa, Rootsi, 

Rumeenia, Saksamaa, Slovakkia, Sloveenia, Soome, �veits, Taani, T�ehhi Vabariik, Ungari ja Ühendkuningriik. 
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SISSEJUHATUS 

See standard on esimene osa süsteemistandardist, milles on esitatud nõuded gaaskütuste transportimiseks 

mõeldud polüetüleenist (PE) torustikusüsteemile ja selle komponentidele. 

Nõuded ja katsemeetodid torustikusüsteemi komponentidele on esitatud standardites EN 1555-2, EN 1555-3 ja 
prEN 1555-4. 

Kasutussobivuse omadusi käsitleb standard EN 1555-5 [6]. Vastavushindamise juhised on esitatud CENi 
tehnilises spetsifikatsioonis CEN/TS 1555-7 [2]. Soovitatavat paigaldustava käsitleb standard  
EN 12007-2:2000 [1], mille on koostanud CENi tehniline komitee CEN/TC 234. 

Standardi EN 1555 see osa käsitleb plasttorustikusüsteemi üldnõudeid. 
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1 KÄSITLUSALA 

Standardi EN 1555 selles osas on esitatud üldnõuded gaaskütuste transportimiseks mõeldud polüetüleenist 

(PE) torustikusüsteemidele. 

Selles on esitatud ka viidatud katsemeetodite katseparameetrid. 

Koos standardi EN 1555 osadega 2 kuni 5 on see osa rakendatav PE-torudele, -toruliitmikele ja sulguritele, 
nende omavahelistele liidetele ja liidetele muudest materjalidest komponentidega, mis on mõeldud 

kasutamiseks järgmistel tingimustel: 

a) maksimaalne töörõhk MOP on kuni 10 bar 1) (kaasa arvatud), 

b) arvutustemperatuurina kasutatav töötemperatuur on 20 °C. 

MÄRKUS 1 Muude töötemperatuuride korral tuleb kasutada temperatuuritegureid, vt EN 1555-5 [6]. 

EN 1555 (kõik osad) hõlmab maksimaalse töörõhu vahemikku ning selles on esitatud nõuded seoses värvuste 

ja lisanditega. 

MÄRKUS 2 Nõuetekohased valikud peab tegema ostja või spetsifikatsioonide koostaja, arvestades erivajadusi ning kõiki 

asjakohaseid riiklikke õigusakte ja paigaldustavasid või -eeskirju. 

2 NORMIVIITED 

Järgmised dokumendid on vajalikud standardi rakendamiseks. Dateeritud viidete korral kehtib üksnes viidatud 

väljaanne. Dateerimata viidete korral kehtib viidatud dokumendi uusim väljaanne koos võimalike muudatustega. 

EN 1555-2:2010. Plastics piping systems for the supply of gaseous fuels � Polyethylene (PE) � Part 2: Pipes 

EN 1555-3. Plastics piping systems for the supply of gaseous fuels � Polyethylene (PE) � Part 3: Fittings 

prEN 1555-4. Plastics piping systems for the supply of gaseous fuels � Polyethylene (PE) � Part 4: Valves 

EN 12099. Plastics piping systems � Polyethylene piping materials and components � Determination of 
volatile content 

EN ISO 472:2001. Plastics � Vocabulary (ISO 472:1999) 

EN ISO 1043-1:2001. Plastics ¯ Symbols and abbreviated terms ¯ Part 1: Basic polymers and their special 

characteristics (ISO 1043-1:2001) 

EN ISO 1133. Plastics ¯ Determination of the melt mass-flow rate (MFR) and the melt volume-flow rate (MVR) 
of thermoplastics (ISO 1133:2005) 

EN ISO 1167-1:2006. Thermoplastics pipes, fittings and assemblies for the conveyance of fluids � 
Determination of the resistance to internal pressure � Part 1: General method (ISO 1167-1:2006) 

EN ISO 1167-2. Thermoplastics pipes, fittings and assemblies for the conveyance of fluids � Determination of 
the resistance to internal pressure � Part 2: Preparation of pipe test pieces (ISO 1167-2:2006) 

EN ISO 1183-1. Plastics ¯ Methods for determining the density of non-cellular plastics ¯ Part 1: Immersion 
method, liquid pyknometer method and titration method (ISO 1183-1:2004) 

                                                      

1) 1 bar = 0,1 MPa. 
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EN ISO 1183-2. Plastics ¯ Methods for determining the density of non-cellular plastics ¯ Part 2: Density 
gradient column method (ISO 1183-2:2004) 

EN ISO 6259-1. Thermoplastics pipes ¯ Determination of tensile properties ¯ Part 1: General test method 

(ISO 6259-1:1997) 

prEN ISO 9080. Plastics piping and ducting systems - Determination of the long-term hydrostatic strength of 
thermoplastics materials in pipe form by extrapolation (ISO/DIS 9080:2010) 

EN ISO 12162. Thermoplastics materials for pipes and fittings for pressure applications � Classification, 
designation and design coefficient (ISO 12162:2009) 

EN ISO 13477. Thermoplastics pipes for the conveyance of fluids � Determination of resistance to rapid crack 
propagation (RCP) � Small-scale steady-state test (S4 test) (ISO 13477:2008) 

EN ISO 13478. Thermoplastics pipes for the conveyance of fluids � Determination of resistance to rapid crack 
propagation (RCP) � Full-scale test (FST) (ISO 13478:2007) 

EN ISO 13479. Polyolefin pipes for the conveyance of fluids � Determination of resistance to crack propagation 
� Test method for slow crack growth on notched pipes (ISO 13479:2009) 

EN ISO 15512. Plastics ¯ Determination of water content (ISO 15512:2008) 

EN ISO 16871. Plastics piping and ducting systems ¯ Plastics pipes and fittings ¯ Method for exposure to 

direct (natural) weathering (ISO 16871:2003) 

ISO 6259-3. Thermoplastics pipes � Determination of tensile properties � Part 3: Polyolefin pipes 

ISO 6964. Polyolefin pipes and fittings � Determination of carbon black content by calcination and pyrolysis � 
Test method and basic specification 

ISO 11357-6. Plastics � Differential scanning calorimetry (DSC) � Part 6: Determination of oxidation induction 
time (isothermal OIT) and oxidation induction temperature (dynamic OIT) 

ISO 11413:2008. Plastics pipes and fittings ¯ Preparation of test piece assemblies between a polyethylene 
(PE) pipe and an electrofusion fitting 

ISO 11414:2009. Plastics pipes and fittings ¯ Preparation of polyethylene (PE) pipe/pipe or pipe/fitting test 

piece assemblies by butt fusion 

ISO 13953. Polyethylene (PE) pipes and fittings ¯ Determination of the tensile strength and failure mode of test 

pieces from a butt-fused joint 

ISO 13954. Plastics pipes and fittings ¯ Peel decohesion test for polyethylene (PE) electrofusion assemblies of 

nominal outside diameter greater than or equal to 90 mm 

ISO 18553. Method for the assessment of the degree of pigment or carbon black dispersion in polyolefin pipes, 
fittings and compounds 
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