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EESTI STANDARDI EESSÕNA   NATIONAL FOREWORD 

Käesolev Eesti standard EVS-EN 15771:2010 
sisaldab Euroopa standardi FprEN 15771:2009 
ingliskeelset teksti. 

This Estonian standard EVS-EN 15771:2010 
consists of the English text of the European 
standard FprEN 15771:2009. 

 
Standard on kinnitatud Eesti Standardikeskuse 
31.05.2010 käskkirjaga ja jõustub sellekohase 
teate avaldamisel EVS Teatajas.  
 
 
 
Euroopa standardimisorganisatsioonide poolt 
rahvuslikele liikmetele Euroopa standardi teksti 
kättesaadavaks tegemise kuupäev on 
24.03.2010. 
 

 
This standard is ratified with the order of 
Estonian Centre for Standardisation   dated 
31.05.2010  and is endorsed with the notification 
published in the official bulletin of the Estonian 
national standardisation organisation. 
 
Date of Availability of the European standard text 
24.03.2010. 

Standard on kättesaadav Eesti 
standardiorganisatsioonist. 

The standard is available from Estonian 
standardisation organisation. 
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Standardite reprodutseerimis- ja levitamisõigus kuulub Eesti Standardikeskusele 

Andmete paljundamine, taastekitamine, kopeerimine, salvestamine elektroonilisse süsteemi või edastamine ükskõik millises vormis või 
millisel teel on keelatud ilma Eesti Standardikeskuse poolt antud kirjaliku loata. 
 
Kui Teil on küsimusi standardite autorikaitse kohta, palun võtke ühendust Eesti Standardikeskusega: 
Aru 10 Tallinn 10317 Eesti;  www.evs.ee;  Telefon: 605 5050;  E-post: info@evs.ee  
 
Right to reproduce and distribute Estonian Standards belongs to the Estonian Centre for Standardisation 
 
No part of this publication may be reproduced or utilized in any form or by any means, electronic or mechanical, including 
photocopying, without permission in writing from Estonian Centre for Standardisation. 
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Foreword 

This document (EN 15771:2010) has been prepared by Technical Committee CEN/TC 262 “Metallic and other 
inorganic coatings”, the secretariat of which is held by BSI. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by September 2010, and conflicting national standards shall be 
withdrawn at the latest by September 2010. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 
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1 Scope 

This European Standard specifies a method of test for determining the scratch hardness of the surface of 
vitreous and porcelain enamels. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 15206, Vitreous and porcelain enamels — Production of specimens for testing enamel on sheet steel, 
sheet aluminium and cast iron 

3 Terms and definitions 

For the purposes of this document, the following term and definition applies. 

3.1 
Mohs scale 
hardness scale of minerals, characterising the scratch resistance of various minerals through the ability of a 
harder mineral to scratch a softer mineral 

4 Principle 

The scratch hardness on the Mohs scale, of vitreous and porcelain enamels is determined by drawing certain 
minerals of defined hardness, on the Mohs scale, by hand over their surface. 

5 Reference minerals 

Reference minerals and their Mohs scale hardness are listed in Table 1. 

Table 1 — Reference minerals and their Mohs scale hardness 

Mineral Mohs scale hardness

Talc   1 

Gypsum  2 

Calcite  3 

Fluorspar 4 

Apatite  5 

Felspar 6 

Quartz 7 

Topaz 8 

Corundum 9 

Diamond  10 
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