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Tagasisidet standardi sisu kohta on võimalik edastada, kasutades EVS-i veebilehel asuvat tagasiside vormi või 
saates e-kirja meiliaadressile standardiosakond@evs.ee. 
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EESTI STANDARDI EESSÕNA   NATIONAL FOREWORD 

See Eesti standard EVS-EN 1941:2000 sisaldab 
Euroopa standardi EN 1941:1996 ingliskeelset 
teksti. 

This Estonian standard EVS-EN 1941:2000 consists 
of the English text of the European standard EN 
1941:1996. 

 
Standard on jõustunud sellekohase teate 
avaldamisega EVS Teatajas. 
 
 
Euroopa standardimisorganisatsioonid on teinud 
Euroopa standardi rahvuslikele liikmetele 
kättesaadavaks 14.02.1996. 
 

 
This standard has been endorsed with a notification 
published in the official bulletin of the Estonian Centre 
for Standardisation. 
 
Date of Availability of the European standard is 
14.02.1996. 

Standard on kättesaadav Eesti Standardikeskusest. The standard is available from the Estonian Centre for 
Standardisation. 

Standardite reprodutseerimise ja levitamise õigus kuulub Eesti Standardikeskusele 
Andmete paljundamine, taastekitamine, kopeerimine, salvestamine elektroonsesse süsteemi või edastamine ükskõik millises vormis või 
millisel teel ilma Eesti Standardikeskuse kirjaliku loata on keelatud. 
Kui Teil on küsimusi standardite autorikaitse kohta, võtke  palun ühendust Eesti Standardikeskusega: 
Aru 10, 10317 Tallinn, Eesti; www.evs.ee; telefon 605 5050; e-post info@evs.ee 

The right to reproduce and distribute standards belongs to the Estonian Centre for Standardisation 
No part of this publication may be reproduced or utilized in any form or by any means, electronic or mechanical, including photocopying, 
without a written permission from the Estonian Centre for Standardisation. 
If you have any questions about copyright, please contact Estonian Centre for Standardisation: 
Aru 10, 10317 Tallinn, Estonia; www.evs.ee; phone 605 5050; e-mail info@evs.ee 
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EUROPEAN STANDARD

NORME EUROPEENNE

EUROPAISCHE NORM

EN 1941

February 1996

rcs 83.180

Descriptors: adhesive tapes, tension tests, elongatton at break

EngIsh versron

Self adhesive tapes - Measurement of elongation
at break

Rubans auto-adh6sifs - l,lesure de lrallongerent
i la ruoture

Ktebebdrder - llessung der Rei0dehnung

This European stardard uas approved by cEN on 1996'01-14. cEN rnmbers are bound to cofipty rith the SEN/SENELEC lnternalRegutations-rhich stiptltate the conditions for giving this European stardard the status'of a nationat'"t"nai.a riitoutany atteration.

UP-to-date l,ists ard bibtiographical references concerning such national standards may be obtained on apptication tothe Centrat Secretariat or to any CEI{ menber,

Ihe European Stardards exist in three officiat v-ersions (Engtish-, French, German). A version in any other languagemade by translation under the responsibitity of a cEN menber into its'orn lenguage anJ notified to tt"-ctiiratSecretariat has the same status as the officiat versions.

CEN relbers ane the national standards bodies of Arstria, Eelgiun, Derna.rk, Fintand, France, Gennany, Greece, tcetand,Iretard, ltaly, Luxenbourg, Netherlands, Norray, Portugat, spein, Sreden, sritzeriard 
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Central Secretariat: trE de Stassart,36 B-llEO Bnrssel,s
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Page 3
EN 1941:1995

Foreword

This European Standard has been prepared by Technical Committee CEN/TC 253 "Self adhesive
tapes" of which the secretariat is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of
an identicaltext or by endorsement, at the latest by August 1996, and conflicting national
standards shall be withdrawn at the latest by August 1996.

According to the CEN/CENELEC Intemal Regulations, the following countries are bound to
implement this European Standard: Austna, Belgium, Denmark, Finland, France, Germany,
Greece, lceland, lreland, ltaly, Luxembourg, Netherlands, Nonray, Portugal, Spain, Sweden,
SwiEerland and the United Kingdom.
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Page 4
EN 1941.1996

1 Scope

This standard specifies a method to measure the elongation of a self adhesive tape when it is
subjected to a tensile force sufficient to cause it to break.

The elongation at break of the adhesive tape is of value as an indication of its uniformity and
quality, as well as a rough indication of its ability to conform to curved and inegular surfaces. lt is
usually determined at the same Ume as the breaking strength.

The maximum width of adhesive tape tested by this method is 25 mm. For adhesive tapes of this
width or less, the elongation at break measured conesponds to that as supplied commercially,
with factory-cut edges.

For adhesive tapes wider than 25 mm, this test method provides for the tape to be cut down to
25 mm with a well-sharpened instrument. In such cases, because of the better cutting of the
edges, the results can be higher than would be found on commercial adhesive tape.

2 Definition

For the purposes of this standard, the following definition applies:

elongation at break : The increase in length of the adhesive tape at the time of breaking as a
percentage of the original length.

3 Principle

The method consists of holding the adhesive tape vertically by the two clamps of a tensile testing
machine. The elongation test is canied out until the adhesive tape breaks.

4 Apparatus

Tensile testing machine with the following characteristics :

- the force shall be indicated with a maximum eror of 2 o/o 
:

- the speed of the moveable clamp shall be 300 mm/min t 30 mm/min ;

- the scale shall be such that the readings obtained are between 15 o/o and 85 o/o of the
complete scale ;

- the clamps shall be senated to prevent slipping or tearing of the adhesive tape ;

- if a pendulum machine is used, ensure that the pendulum can swing freely.

5 Test sample and test pieces

Condition the sample roll for 24 hours at 23 'C + 2 "C and 50 o/o t 5 % relative humidity.
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