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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 22902-3 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 3, 
Electrical and electronic equipment. 

ISO 22902 consists of the following parts, under the general title Road vehicles — Automotive multimedia 
interface: 

⎯ Part 1: General technical overview 

⎯ Part 2: Use cases 

⎯ Part 3: System requirements 

⎯ Part 4: Network protocol requirements for vehicle interface access 

⎯ Part 5: Common message set 

⎯ Part 6: Vehicle interface requirements 

⎯ Part 7: Physical specification 
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Road vehicles — Automotive multimedia interface — 

Part 3: 
System requirements 

1 Scope 

This system requirements document captures system-level requirements and defines the expected functional 
and physical capabilities of an AMI-C system. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 22902-1, Road vehicles — Automotive multimedia interface — Part 1: General technical overview 

ISO 22902-2, Road vehicles — Automotive multimedia interface — Part 2: Use cases 

ISO 22902-7, Road vehicles — Automotive multimedia interface — Part 7: Physical specification 

3 Basis of system requirements 

3.1 System attributes 

When fully implemented, an system shall be characterized by the following attributes. The requirements 
contained within this document are intended to support these attributes: 

⎯ Scalability 

⎯ Configure-ability 

⎯ Expandability 

⎯ Upgradeability 

⎯ Commonality 

⎯ Operability 

⎯ Interoperability 

⎯ Modularity 

⎯ Security 

⎯ Testability 
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