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Eesti Standardikeskusele kuulub standardite reprodutseerimis- ja levitamisõigus 

 

 
Käesolev Eesti standard EVS-EN 1965-
2:2001 sisaldab Euroopa standardi EN 
1965-2:2001 ingliskeelset teksti. 

This Estonian standard EVS-EN 1965-
2:2001 consists of the English text of the 
European standard EN 1965-2:2001. 

 
Käesolev dokument on jõustatud 
19.12.2001 ja selle kohta on avaldatud 
teade Eesti standardiorganisatsiooni 
ametlikus väljaandes. 

 
This document is endorsed on 19.12.2001 
with the notification being published in the 
official publication of the Estonian national 
standardisation organisation. 

 
Standard on kättesaadav Eesti 
standardiorganisatsioonist. 

 
The standard is available from Estonian 
standardisation organisation. 

 
 
Käsitlusala: 
See Euroopa standardi osa kirjeldab 
meetodit vedela liimi poolt 
messingaluspinnale rakendatud pinge ja 
suure niiskuse tingimustes avaldatava 
korrodeeriva toime määramiseks. 
Temperatuur, niiskus,  
vanandamisperiood ja rakendatav pinge 
on  valitud nii, et oleks tagatud eri liimide 
korrodeeriva toime maksimaalne 
eristamine. Valitud parameetrid ei ole 
mõeldud mis tahes eriliste 
kasutustingimuste iseloomustamiseks. 

Scope: 
 

 

ICS 77.060, 83.180 

Võtmesõnad: katsed, keemiline agressiivsus, klassifikatsioonid, korrosioon, liimid, 
messingid, määramine 
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EUROPEAN STANDARD

NORME EUROPÉENNE

EUROPÄISCHE NORM

EN 1965-2

April 2001

ICS 77.060; 83.180 Supersedes ENV 1965-2:1995

English version

Structural adhesives - Corrosion - Part 2: Determination and
classification of corrosion to a brass substrate

Adhésifs structuraux - Corrosion - Partie 2: Détermination
et classification de la corrosion d'un substrat en laiton

Strukturklebstoffe - Korrosion - Teil 2: Bestimmung und
Klassifikation der Korrosion eines Messingmaterials

This European Standard was approved by CEN on 19 February 2001.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

EUROPEAN COMMITTEE FOR STANDARDIZATION
C OM ITÉ  EUR OP ÉEN DE NOR M ALIS AT ION
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Management Centre: rue de Stassart, 36    B-1050 Brussels
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Foreword

This European Standard has been prepared by Technical Committee CEN/TC 193 "Adhesives", the secretariat of
which is held by AENOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by October 2001, and conflicting national standards shall be withdrawn at the latest
by October 2001.

This European Standard supersedes ENV 1965-2:1995.

Annex A is normative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden,
Switzerland and the United Kingdom.
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1 Scope

This part of the present European standard describes a method to determine the ability of an adhesive to corrode a
brass substrate under the influence of an applied voltage and high humidity. The temperature, humidity, ageing
period and applied voltage are chosen to ensure the maximum differentiation between the corrosivity of different
adhesives and are not intended to represent any particular service condition.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 923 Adhesives - Terms and definitions

ISO 291 Plastics - Standard atmospheres for conditioning and testing

ISO 426 Wrought copper-zinc alloys - Chemical composition and forms of
wrought products.

ISO 8044 Corrosion of metals and alloys – Basic terms and definitions.

IEC 60426 Test methods for determining electrolytic corrosion with insulating
materials.

3 Terms and definitions

For the purposes of this European standard, the terms and definitions given in EN 923 and the following terms and
definitions apply:

3.1
corrosion
destructive attack on metals which can be chemical or electrochemical in nature

NOTE The described method measures essentially an electrochemical attack.

4 Principle

Two brass electrodes are held in contact with a flat sample of the cured adhesive. The assembly is placed in an
environment with a relative humidity of 92 % at 42 °C and a direct current voltage of 100 V is applied across the
electrodes for four days. Following this the brass surface is examined and the extent of the tarnishing and/or
corrosion decided on the basis of discolouration.

5 Products, materials and apparatus

5.1 Solvent

Alcohol pure: for example propan-2-ol or ethanol.

5.2 Brass electrode

Consisting of 0,1 mm thick brass, Ms63F45 or Ms63F55 of width 10 mm. The length of the foil shall be adapted to
the test equipment in accordance with ISO 426.
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