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Ortsbewegliche Gasflaschen - Gestaltung und Konstruktion
von wiederbefrillbaren ortsbeweglichen nahtlosen

Gasflaschen aus Aluminium und Aluminiumlegierung mit
einem Fassungsraum von 0,5 lbis einschlieBlich 150 |

This European Standard was approved by CEN on 20 December 1998.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving lhis European

Standard lhe status of a nalional standard without any alteration. Up-to-date lists and bibliographical references concerning such national

standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in lhree otficial versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
verstons.

CEN members are the nalional standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
lceland, lreland, ltaly, Luxembourg, Netherlands, Nonrvay, Portugal, Spain, Sweden, Switzerland and United Kingdom.

E
EUROPEAN COMMITTEE FOR STANDARDIZATION
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Central Secretariat: rue de Stassart. 36 B-1O50 Brussels

O 1999 CEN All rights of exploitation in any form and by any means reserved Ref. No. EN 1975:1999 E
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Bouteilles d gaz lransportables - Sp6cifications pour la
conception et la fabrication de bouteilles d gaz
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EN 1975:1999

Foreword

This European Standard has been prepared by Technical Committee CEN/TC 023
"Transportable gas cylinders", the secretariat of which is held by BSI.

This European Standard replaces EN 1975:1999..

This European Standard shall be given the status of a national standard, either by publication
of an identical text or by endorsement, at the latest by August 1999, and conflicting national
standards shall be withdrawn at the latest by August 1999.

According to the CEN/CENELEC Internal Regulations, the national standards organizations
of the following countries are bound to implement this European Standard: Austria, Belgium,
Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United
Kinsdom.
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Introduction

The purpose of this standard is to provide a specification for the design, manufacture, insper;tion

and approval of refillable transportable seamless aluminium and aluminium alloy gas cylinders.

The specifications given are based on knowledge of, and experience with, materials, design

requirements, manufacturing processes and control during manufacture, of cylinders in comLmon

use in the countries of the CEN members.
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I Scope

This standard specifies minimum requirements for the material, design, construction and
workmanship, manufacturing processes and tests at manufacture of refillable transportable
seamless aluminium and aluminium alloy gas cylinders of water capacities from 0,5 I up to and
including 1501 for compressed, liquefied and dissolved gases.

2 Normative references

This European Standard incorporates, by dated or undated reference, provisions from other
publications. These normative references are cited at the appropriate places in the text and the
publications are listed hereafter. For dated references, subsequent amendments to or revisions of
any of these publications apply to this European Standard only when incorporated in it by
amendment or revision. For undated references the latest edition of the publication referred to
applies.

EN 962:1996 Transportable gas cylinders - Valve protection caps and valve
guards for industrial and medical gas cylinders - Design,

construction and tests

EN 1089-l:1996

EN 10002-l

EN 10003-1

EN ISO 13341

EURONORM 6-55

EURONORM 12.55

EN ISO 1539-6:1995

Transportable gas cylinders - Gas cylinder identification - Part 1:

Stampmarking

Metallic materials - Tensile testing - Part 1: Method of test

Metallic materials - Brinell hardness test - Part l: Test method

Transportable gas cylinders - Fitting of valves to gas cylinders

Bend test for steel

Bend test of sheet steels and strips with a thickness of less than
3mm

Corrosion of metals and alloys - Stress corrosion testing - Part 6:

Preparation and use of pre-cracked specimens (ISO 7539-6: 1989)
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