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Foreword 

The text of the Technical Specification IEC/TS 62441:2006, prepared by IEC TC 108, Safety of electronic 
equipment within the field of audio/video, information technology and communication technology, was 
submitted to the formal vote and was approved by CENELEC as CLC/TS 62441 on 2007-04-27. 

The following date was fixed: 

– latest date by which the existence of the CLC/TS 
 has to be announced at national level 

 
(doa) 2007-10-27 

Annex ZA has been added by CENELEC. 

__________ 

Endorsement notice 

The text of the Technical Specification IEC/TS 62441:2006 was approved by CENELEC as a Technical 
Specification without any modification. 

__________ 

Annex ZA 
(normative) 

 
Normative references to international publications 

with their corresponding European publications 
 
The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.  
 
NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  
 
Publication Year Title EN/HD Year 
  

IEC 60695-11-5 -1) Fire hazard testing -  
Part 11-5: Test flames - Needle-flame test 
method - Apparatus, confirmatory test 
arrangement and guidance 

EN 60695-11-5 20052) 

 
  

IEC 60695-11-10 -1) Fire hazard testing -  
Part 11-10: Test flames - 50 W horizontal and 
vertical flame test methods 

EN 60695-11-10 19992) 

 
  

IEC 60695-11-20  -1) Fire hazard testing -  
Part 11-20: Test flames - 500 W flame test 
methods 

EN 60695-11-20 19992) 

 
 
 

                                                    
1) Undated reference. 
2) Valid edition at date of issue. 
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COMPORTEMENT AU FEU DES EQUIPEMENTS AUDIO/VIDEO ET DES 
TECHNOLOGIES DE L'INFORMATION ET DE LA COMMUNICATION, CREE 

ACCIDENTELLEMENT PAR UNE FLAMME DE BOUGIE 
 
 
 

1 Domaine d’application 

La présente spécification technique introduit des mesures de protection destinées à réduire 
les risques de propagation de flammes pouvant conduire à l'embrasement éclair d’une pièce, 
résultant de l’embrasement accidentel de l’habillage extérieur des appareils audio/vidéos et 
des technologies de l’information et de la communication, utilisés généralement en milieu 
résidentiel, dû à une flamme de bougie simulée. 

2 Références normatives 

CEI 60695-11-5:1999, Essais relatifs aux risques du feu – Partie 11-5: Flammes d'essai – 
Méthode d'essai au brûleur-aiguille – Appareillage, dispositif d'essai de vérification et lignes 
directrices 

CEI 60695-11-10, Essais relatifs aux risques du feu – Partie 11-10: Flammes d'essai – 
Méthodes d'essai horizontale et verticale à la flamme de 50 W 

CEI 60695-11-20, Essais relatifs aux risques du feu – Partie 11-20: Flammes d'essai –
Méthodes d'essai à la flamme de 500 W 

3 Termes et définitions 

Pour les besoins du présent document, les termes et définitions suivants s’appliquent. 

3.1  
matériau combustible 
matériau organique, pouvant prendre feu par une flamme de bougie 

NOTE 1 Le métal et la céramique sont des exemples de matériaux ne pouvant pas prendre feu par une flamme de 
bougie. 

NOTE 2 Toutes les matières plastiques sont considérées comme susceptibles de prendre feu par une flamme de 
bougie, quelles que soient leurs classifications d’inflammabilité. 

3.2  
classification des matériaux vis-à-vis de l'inflammabilité 
classification du comportement de combustion et d’extinction d’un matériau 

NOTE 1 Les classes de matériaux sont définies de 3.2.1 à 3.2.4. 

NOTE 2 Dans l’application des exigences de cette spécification technique, un matériau de classe 5VA est 
considéré comme meilleur qu'un matériau de classe 5VB, classe 5VB meilleur que classe V-0, et classe V-0 
meilleur que classe V-1 (voir 5.1).  

NOTE 3 Par l’application des exigences de cette spécification technique, les matériaux de classe V-2 ou de 
classe HB sont considérés inférieurs à ceux de classe V-1 (voir 5.1). Consulter la CEI 60695-11-10 pour obtenir 
des détails supplémentaires concernant ces classifications de flammes. 

3.2.1 
matériau de classe V-0 
matériau essayé dans la plus faible épaisseur significative utilisée et classé V-0 selon la 
CEI 60695-11-10 
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ACCIDENTALLY CAUSED CANDLE FLAME IGNITION 
FOR AUDIO/VIDEO, COMMUNICATION AND INFORMATION TECHNOLOGY 

EQUIPMENT 
 
 
 

1 Scope 

This technical specification introduces safeguards to reduce the likelihood of flame spread 
that could lead to room flash-over as a result of accidental ignition of exterior housings of 
audio/video and information communication technology products, likely to be used in the 
home, caused by a simulated candle flame. 

2 Normative references 

IEC 60695-11-5, Fire hazard testing – Part 11-5: Test flames – Needle-flame test method –
Apparatus, confirmatory test arrangement and guidance  

IEC 60695-11-10, Fire hazard testing – Part 11-10: Test flames – 50 W horizontal and vertical 
flame test methods 

IEC 60695-11-20, Fire hazard testing – Part 11-20: Test flames – 500 W flame test methods 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1  
combustible material 
organic material, capable of combustion by a candle flame  

NOTE 1 Metal or ceramic are examples of materials that are not combustible by a candle flame. 

NOTE 2 All plastic materials are considered combustible by a candle flame, regardless of flammability 
classification. 

3.2  
flammability classification of materials 
classification of the burning and extinguishing behaviour of a material 

NOTE 1 Material classes are defined in 3.2.1 to 3.2.4. 

NOTE 2 When applying the requirements in this technical specification, a material of 5VA class is regarded as 
better than 5VB class, 5VB class better than V-0 class and V-0 class better than V-1 class (see 5.1).  

NOTE 3 When applying the requirements in this technical specification, materials of V-2 class or HB class are 
considered less than V-1 class (see 5.1). For further details regarding these flame classifications, see 
IEC 60695-11-10. 

3.2.1 
V-0 class material 
material tested in the thinnest significant thickness used and classified V-0 according to 
IEC 60695-11-10 

This docum
ent is a preview

 generated by EVS


