
EESTI STANDARDIKESKUS 

 

EESTI STANDARD EVS-EN 485-3:2003

Alumiinium ja alumiiniumisulamid. 
Lehed, ribad ja plaadid. Osa 3: 
Kuumvaltstoodete mõõtmetolerantsid ja 
kuju lubatud piirhälbed 

Aluminium and aluminium alloys - Sheet, strip and 
plate - Part 3:Tolerances on shape and dimensions 
for hot-rolled products 
 

This docum
ent is a preview generated by EVS



Standardite reprodutseerimis- ja levitamisõigus kuulub Eesti Standardikeskusele  

Käesolev Eesti standard EVS-EN 485-
3:2003 sisaldab Euroopa standardi EN 
485-3:2003 ingliskeelset teksti. 

This Estonian standard EVS-EN 485-
3:2003 consists of the English text of the 
European standard EN 485-3:2003. 

Käesolev dokument on jõustatud 
15.04.2003 ja selle kohta on avaldatud 
teade Eesti standardiorganisatsiooni 
ametlikus väljaandes. 

 
This document is endorsed on 15.04.2003 
with the notification being published in the 
official publication of the Estonian national 
standardisation organisation. 

Standard on kättesaadav Eesti 
standardiorganisatsioonist. 

 
The standard is available from Estonian 
standardisation organisation. 

Käsitlusala: 
This part of this European Standard 
specifies the tolerances on form and 
dimensions for wrought aluminium and 
aluminium alloy sheet, strip and plate 
obtained by hot-rolling, for general 
engineering applications. It applies to 
products with a thickness from 2,5 mm up 
to and including 400 mm 

Scope: 
This part of this European Standard 
specifies the tolerances on form and 
dimensions for wrought aluminium and 
aluminium alloy sheet, strip and plate 
obtained by hot-rolling, for general 
engineering applications. It applies to 
products with a thickness from 2,5 mm up 
to and including 400 mm 
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Aluminium et alliages d’aluminium –
Tôles, bandes et tôles épaisses –
Partie 3: Tolérances de dimensions et
de forme des produits laminés à
chaud

Aluminium und Aluminiumlegierungen –
Bänder, Bleche und Platten –
Teil 3: Grenzabmaße und
Formtoleranzen für warmgewalzte
Erzeugnisse

This European Standard was approved by CEN on 2002-11-21.
CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.
Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any
CEN member.
The European Standards exist in three official versions (English, French, German).
A version in any other language made by translation under the responsibility of a
CEN member into its own language and notified to the Management Centre has
the same status as the official versions.
CEN members are the national standards bodies of Austria, Belgium, the Czech
Republic, Denmark, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Luxembourg, Malta, the Netherlands, Norway, Portugal, Slovakia,
Spain, Sweden, Switzerland, and the United Kingdom.
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Supersedes EN 485-3 : 1993.
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