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Eesti Standardikeskusele kuulub standardite reprodutseerimis- ja levitamisõigus 

 

 
Käesolev Eesti standard EVS-EN 
50187:2002 sisaldab Euroopa standardi 
EN 50187:1996 ingliskeelset teksti. 

This Estonian standard EVS-EN 
50187:2002 consists of the English text of 
the European standard EN 50187:1996. 

 
Käesolev dokument on jõustatud 
18.12.2002 ja selle kohta on avaldatud 
teade Eesti standardiorganisatsiooni 
ametlikus väljaandes. 

 
This document is endorsed on 18.12.2002 
with the notification being published in the 
official publication of the Estonian national 
standardisation organisation. 

 
Standard on kättesaadav Eesti 
standardiorganisatsioonist. 

 
The standard is available from Estonian 
standardisation organisation. 

 
 
Käsitlusala: 
This standard applies to compartments 
pressurized at a maximum pressure of 3 
bar (gauge) and with a maximum product 
pressure x volume of 2000 bar litres with 
inert gases, for example sulphur 
hexafluoride or nitrogen or a mixture of 
such gases, used in indoor or outdoor 
installations of AC switchgear and 
controlgear with raated voltages above 1 
kV up to and including 52 kV where the 
gas is used principally for its dielectric 
and/or arc-quenching properties. 

Scope: 
This standard applies to compartments 
pressurized at a maximum pressure of 3 
bar (gauge) and with a maximum product 
pressure x volume of 2000 bar litres with 
inert gases, for example sulphur 
hexafluoride or nitrogen or a mixture of 
such gases, used in indoor or outdoor 
installations of AC switchgear and 
controlgear with raated voltages above 1 
kV up to and including 52 kV where the 
gas is used principally for its dielectric 
and/or arc-quenching properties. 

 

ICS 29.130.10, 29.260 

Võtmesõnad: enclosure, gas-filled compartments for rated voltages above 1, high-
voltage metal-enclosed switchgear and control, high-voltage switching devices, 
pressurized enclosure 
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