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Standardite reprodutseerimis- ja levitamisõigus kuulub Eesti Standardikeskusele  

 

 
Käesolev Eesti standard EVS-EN 50268-
2:2001 sisaldab Euroopa standardi EN 
50268-2:1999 ingliskeelset teksti. 

This Estonian standard EVS-EN 50268-
2:2001 consists of the English text of the 
European standard EN 50268-2:1999. 

 
Käesolev dokument on jõustatud 
19.06.2001 ja selle kohta on avaldatud 
teade Eesti standardiorganisatsiooni 
ametlikus väljaandes. 

 
This document is endorsed on 19.06.2001 
with the notification being published in the 
official publication of the Estonian national 
standardisation organisation. 

 
Standard on kättesaadav Eesti 
standardiorganisatsioonist. 

 
The standard is available from Estonian 
standardisation organisation. 

 
 
Käsitlusala: 
EN 50268 Specifies a method of test for 
measurement of smoke density of cables 
burning under defined conditions. It is 
suitable for electric insulated conductor or 
cable, or optical cables. This Part 2 details 
the procedures.  NOTE: Experience has 
shown that the test protocol is not suitable 
for some cables that exceed 70 mm 
overall diameter. In such cases the 
manufacturer should be consulted. 

Scope: 
EN 50268 Specifies a method of test for 
measurement of smoke density of cables 
burning under defined conditions. It is 
suitable for electric insulated conductor or 
cable, or optical cables. This Part 2 details 
the procedures.  NOTE: Experience has 
shown that the test protocol is not suitable 
for some cables that exceed 70 mm 
overall diameter. In such cases the 
manufacturer should be consulted. 
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