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Tagasisidet standardi sisu kohta on võimalik edastada, kasutades EVS-i veebilehel asuvat tagasiside vormi või 
saates e-kirja meiliaadressile standardiosakond@evs.ee. 
 
ICS 91.100.15 
 
Võtmesõnad: ceramics, determination, physical, properties, roofing tiles, tests, water-tightness, 
 

EESTI STANDARDI EESSÕNA   NATIONAL FOREWORD 

See Eesti standard EVS-EN 539-1:1999 sisaldab 
Euroopa standardi EN 539-1:1994 ingliskeelset 
teksti. 

This Estonian standard EVS-EN 539-1:1999 consists 
of the English text of the European standard EN 539-
1:1994. 

 
Standard on jõustunud sellekohase teate 
avaldamisega EVS Teatajas. 
 
 
Euroopa standardimisorganisatsioonid on teinud 
Euroopa standardi rahvuslikele liikmetele 
kättesaadavaks 20.05.1994. 
 

 
This standard has been endorsed with a notification 
published in the official bulletin of the Estonian Centre 
for Standardisation. 
 
Date of Availability of the European standard is 
20.05.1994. 

Standard on kättesaadav Eesti Standardikeskusest. The standard is available from the Estonian Centre for 
Standardisation. 

Standardite reprodutseerimise ja levitamise õigus kuulub Eesti Standardikeskusele 
Andmete paljundamine, taastekitamine, kopeerimine, salvestamine elektroonsesse süsteemi või edastamine ükskõik millises vormis või 
millisel teel ilma Eesti Standardikeskuse kirjaliku loata on keelatud. 
Kui Teil on küsimusi standardite autorikaitse kohta, võtke  palun ühendust Eesti Standardikeskusega: 
Aru 10, 10317 Tallinn, Eesti; www.evs.ee; telefon 605 5050; e-post info@evs.ee 

The right to reproduce and distribute standards belongs to the Estonian Centre for Standardisation 
No part of this publication may be reproduced or utilized in any form or by any means, electronic or mechanical, including photocopying, 
without a written permission from the Estonian Centre for Standardisation. 
If you have any questions about copyright, please contact Estonian Centre for Standardisation: 
Aru 10, 10317 Tallinn, Estonia; www.evs.ee; phone 605 5050; e-mail info@evs.ee 
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EUROPEAN STANDARD

NORME EUROPEENNE

EUROPAISCHE NORM

EN 539-1

l,,lay 1994

UDC 591.424.666.74r620. 193. 19

Doscriptors: Ccramics, roofing tiles, tests, dotermination, physical, proporties, wator-tightnsss

English vorsion

Chy roofing tiles for discontinuous laying -
Determination of physical characteristics - Part 1:

lmpermeability test

Tulle en tore cuite pour pose en dJscontlnu
- D6tarnJnat'lon des caract6ristlques physiques
- PartJe l: Essal d'Jrnparn6abi'lit6

Tondachziegel fijr iiberlappende Verlegung
Bestimrung der phjsischen Charaktere - Teil 1:
Priifung der Wasserundurchldssi gke.i t

This European Stardard ras approved by CEN on 1994-05-'18. CEN rsnbers are bqrnd to ccnply yith the CEN/CENELEC Interna'l
Regulatlons whJch stiFr'lata the conditlons for giving this European Standard the status of a national standard yJthout
any alteratlon.

UFtodate'lJsts ard bibliograghica1 references concernJng such nationa'l standards may be obtained on appl.icatlon to
the Central Secretar'lat or to any CEN nsrber.

The European Standards exist 'ln three officia1 versions (English. French, German). A version in any other language
rnade by trans'latlon urder the respons'ibility of a CEN nsnber into its orn language and rptified to the Centrat
Secretarlat has tlu same status as the officia'l verslons.

CEN mnbers are th€ natlona'l standards bod'ies of Austria, Belgium. Dennnrk. F'inland, France. Gerrnany, Greece. Iceland.
Irelard, Ita'ly, Luxenbourg. Nether'lands, Norray. Portugal, Spa'in. Sreden. Swltzerland and United Kingdon.

CEN

European Cqrnitt€e for Stardardlzatlon
Conit6 Europ6en de NorrnalJsation
Europlisches Kcmltee fiir Nornung

Cer*rat Secrstariat: nre de Stassart.36 B-f050 Bnrsse'ls

c 1994 Copyrtght r.esarved to CEN nsrbers
Ref. No. EN 539-1:1994 E
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EN 539-1:1994
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EN 539-1:1994

Foreword

This European Standard has been prepared by CEN/TC L28 "Roof covering
products for discontinuous laying", the secretariat of which is held by ON.

This European Standard shall be given the Etatus of a National Standard,
either by publication of an identical text or by endorsement, at the latest
by November 1994, and confLicting national standards shall be withdrawn at
the Latest by November L994.

According to the CEN/CENEIJEC Internal Regulations, the following countries
are bound to irnplement this European Standard: Austria, Belgium, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg,
Netherlands, Norway, Portugal, Spain, Sweden, Switzerland, United Kingdorn.
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EN 539-1:1994

1 Scope

This Part of this European standard describes two test
methods for testing the impermeability to water of clay roof
tiles and fittings which can be considered as equj.valent'

Note: The methods are not applicable to all fittings,
because of their different shaPes

2 Normative references

This European Standard incorporates- by dated or undated
reference, provisions from other publications. These
norrnative'rLferences are cited at the appropriate places in
the text and the publications are listed hereafter. For dated
references , subsLquent amendments to or revisions of any of
in""" publications apply to this European Standard only when

incorporated in it by amendment or revision. For undated
referlnces the latesl edition of the publication referred to
applies.

EN 1304 : Clay Tiles - Product definitions 1)'

xi

3 Symbols and

xi:

v1 :

v2:
A:

d:

h:

Volume of

Volume of

Projected

One daY.

hour.

abbreviations

Length of time in hours, before the first
drop of water falls-

Average length of time, in hours before the
first droP of water falls-

water passing through in 48 hours.

water evaporated in 48 hours.

area of test piece in cm2 -

IF Impermeability factor (Method 1).

Impermeability coefficient (Method 2).

Relative HumiditY.

IC

HR
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